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indoor

IP20

IP54

IKO2

Max.
35°C
Min.
-20°C

L(mm)
LL512T 1138 36
LL523T 2276 54
LL546T 4552 10,8

Suspension brackets

R

Description

LL500Z MB-SW WH

Surface mounted bracket white

LL500Z MB-SW SI

Surface mounted bracket silver

LL500Z MB-SW BK

Surface mounted bracket black

LL500Z MB-SW WH

Mounting bracket for suspension wire (2 mm), white

LL500Z MB-SW SI

Mounting bracket for suspension wire (2 mm), silver

LL500Z MB-SW BK

Mounting bracket for suspension wire (2 mm), black

LL500Z MB-SW2 L5000 WH

Mounting bracket with suspension wire | = 5000 mm, white

LL500Z MB-SW2 L5000 Sl

Mounting bracket with suspension wire | = 5000 mm, silver

LL500Z MB-SW2 L5000 BK

Mounting bracket with suspension wire | = 5000 mm, black

LL500Z CB-CH WH

Chain bracket, white

LL500Z CB-CH SI

Chain bracket, silver

LL500Z CB-CH BK

Chain bracket, black

LL500Z PB WH

profile bracket for visible T-profiles, white

LL500Z PB Sl

profile bracket for visible T-profiles, silver

LL500Z PB BK

profile bracket for visible T-profiles, black

LL500Z SW2 L1250

suspension wire diameter 2 mm, L=1250mm

LL500Z SW2 13000

suspension wire diameter 2 mm, L=3000mm

LL500Z SW2 L5000

suspension wire diameter 2 mm, L=5000mm
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LL500Z 2xEP CUWH (SI/BK)

Use:
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(03m - 0,5m)
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Distances for ceiling mounted fixation

Suspension distances

Distances for LL500Z PB fixation
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