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Type Desc Pmax.(W) | Voltage/Frequency | A B C & CCT
B SHA KTRIhE(W) BE/ SR (mm) (mm) (mm) im
BN006C LED30 L1200 32 220-240V  50/60Hz 54 | 36 | 1187 | 06 3000K/4000K/6500K
BN006C LEDI5 L1200 17 220-240V  50/60Hz 54 | 36 | 1187 | 06 3000K/4000K/6500K
BNOO6C LEDI5 L600 17 220-240V  50/60Hz 54 36 | 667 | 04 3000K/4000K/6500K
BN006C LEDS L600 85 220-240V  50/60Hz 54 36 | 667 | 04 3000K/4000K/6500K
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There are protection film on optical cover surface, please remove it after luminaires installation .
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Connection ring ( Golden or Silver)
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Connect entry cable
HERE LR A
Please use IP20 or above terminal box (dimension can’ t smaller than 10x20x25), it is not provided by Philips.
T AIP20LA B iRk (Bt 7 R A/ T10x20%25mm) |, CRIH AR b Hek &
Luminaire cable location/{T B H & B :
End/3 &8
Luminaire cable/4T £ Hi£k:
60227 IEC53 3x0.75mm’
L: Brown/%s; N: Blue/T4; G: Yellow+Green/#% 4%
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E rope ), suspending hole dimension refer
| Fix mounting brackets onto ceiling, the to right Figl, and distance between
dimension of bracket hole refer to Fig.l, and suspending hole refer to Chartlor the
B | the distance between brackets refer to Chartl| triangle mark of the mounting hole .
Fig.1 or the triangle mark of the mounting hole .
3 |The distance of surface or suspension 4
mounting refer to A
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Type Desc. B 24k A(mm) M EERELBHR, BTEBETZSE

According to the operation step, fix the luminaire
to mounting brackets

BNO006C L1200 890+10

BNO006C L600 39210

I+ The luminaire shall be installed by a qualified electrician and wired in accordance
with the latest IEE electrical regulations or the national requirements
KENBHAFRNETIRE, EEXEMSIEE BSinESERRE.

2. Do not switch on before complete installation.

BEIET, VI7ER.

3. The luminaire shall ,under no circumstance,be covered with insulation matting

or similar material.

i\i KTETESWRAF R LA ES.
EN The luminaire is suitable for direct mounting or normally flammable material.
KEBEATERRRAES BTV RIERE.
= FFiFsE, 5. The cable of the luminaire should use “Z” type connection. The luminaire
NO HANDLING should be replaced if the wire and lighting source broken.
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