General Uniform Lighting

BY200P LED12 CW PSU L-B 1xLED Ra83.5/6444K

1x 1442 1Im

Polar Intensity Diagram Quantity estimation diagram UGR diagram
120° 180° 120° nr. of luminaires 160
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Utilisation factor table Luminance Table
Light output ratio 1.00
Service upward 0.06 Reflectances (%) for ceiling, walls and working plane (CIE) Plane| 00| 450| 90.0
; Cone
Service downward  0.94 RoOM™; 2 080 | 070 070 070 070 | 050 050 | 030 030 | 0.0 45.0| 21265 | 21265| 21265
Index| 050 050 | 0.50 0.50 050 0.30 | 0.30 0.10 | 030 0.10 | 0.00 -
CIE flux code 4170 89 94 100 K 030 010 | 030 020 0.10 0.10 | 0.10 0.10 | 0.10 0.10 | 0.00 50.0| 21336] 21336 21336
55.0| 21486 | 21486 21486
UGRcen (4Hx8H, 0.25H) 29 0.60 | 044 042 | 043 042 041 034 | 033 028 | 032 027 | 025 60.01 21791} 21791] 21791
080 | 0.54 051 | 053 051 050 042 | 041 0.36 | 0.40 035 | 032 65.0| 22418| 22418| 22418
1.00 | 0.63 058 | 0.61 059 057 049 | 048 042 | 046 041 | 038 70.0| 23635 | 23635| 23635
125 | 0.71 065 | 0.69 066 064 056 | 054 049 | 0.53 048 | 0.45 75.0| 26126| 26126| 26126
200 | 037 078 | 054 08 a7 070 | ae 0es | 055 ast | 058 T
.| . .78 .8 .8 . . .68 0.1 X .61 .58
250 | 094 083 | 090 085 0.81 075 | 0.73 0.69 | 071 0.67 | 063 850 50846 | 508461 50846
300 | 098 0.86 | 0.95 089 084 079 | 077 073 | 0.74 0.71 | 0.67 200 - - -
400 | 1.05 091 | 1.01 094 089 085 | 0.82 0.79 | 079 076 | 0.72 (cdim2)
500 | 1.09 0.93 | 105 098 092 0.88 | 0.85 082 | 082 0.80 | 0.76
Ceiling mounted
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