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   Class 1

A B C D E F G weight
MODULE 600
Square RC460B/RC461 W60/L60 597 597 524 524 67 86 5 5.7kg
MODULE 625
Square RC462B/RC463 W62/62 622 622 524 524 67 86 5 5.9kg
MODULE 675
Square RC467B/RC468 W67/67 672 672 524 524 67 86 5 6.4kg

Xitanium 75W/200V TD 230V

Inrush Current Peak 48 (max) A

Mains current pulse time half peak 1mS

Earth leakage current 0.7 (max) mA

Max drivers on MCB(16A type-B) 20 max

Number of ballasts connected to  
one 30mA residual current detector   

30 max

Generatie 2 !

Inrush current

1 mains (A)
1 max

max/2

Tref

1 nom.

Time (us)

This luminaire must be earthed. 
Ce luminaire doit être mis à la terre. 
Diese Leuchte muß geerdet werden. 
Dit armatuur moet worden geaard. 
Questa armatura deve essere collegata a terra. 
La Luminaria debe estar conectada a tierra. 

IP20

IP40
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Points for extra 
Safety Cable (France)

Solid wood
If neccessary
(PLC) 

5

7

9

+ 2x

8

4

Cables if  ceiling is  
not strong enough 
(4x not included )
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Air slots

For use in ventilated space  
(EN/IEC 60598-2-19)


