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General Uniform Lighting

1 x 1850 lm

LVC2142039 2015-04-02

Light output ratio 1.00

Service upward 0.13

Service downward 0.87

CIE flux code 39 68 87 87 100

UGRcen (4Hx8H, 0.25H) 25

Polar intensity diagram
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Light output ratio 1.00
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Service downward 0.88
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UGRcen (4Hx8H, 0.25H) 27

Polar intensity diagram
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General Uniform Lighting

1 x 1780 lm

LVC2142039 2015-04-02

Light output ratio 1.00

Service upward 0.13

Service downward 0.87

CIE flux code 39 68 87 87 100

UGRcen (4Hx8H, 0.25H) 25

Polar intensity diagram
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Polar intensity diagram
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Utilisation factor table
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General Uniform Lighting
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General Uniform Lighting

1 x 4648 lm

LVC2142042 2015-04-02

Light output ratio 1.00

Service upward 0.11

Service downward 0.89

CIE flux code 40 69 88 89 100

UGRcen (4Hx8H, 0.25H) 27

Polar intensity diagram
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General Uniform Lighting
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LVC2142034 2015-04-02

Light output ratio 1.00

Service upward 0.13

Service downward 0.87

CIE flux code 39 68 88 87 100
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Utilisation factor table
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