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Flux (Im) (W) ccT CRI Beam m?
BVP125 LED120-4S/740 12000 95
4000 70
BVP125 LED80-4S/740 8000 63
S/OFA52 0.9 4.4
BVP125 LED98-45/830 9800 97
3000 80
BVP125 LED67-45/830 6700 67
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J 40 L characteristics

129w Imax (A) 53 53
Tref (us) 300 300

—= = Surge 6 (diff. mode)
158 (D O @ protection(kv) 8 (comm. mode)
N ] ) MCB Max. luminaires

B-10 A 4 4

26.3 —»—i= -—(018.2 B-13A 2 2

B-16 A 4 4

B-20 A 8 8
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Install the luminaire
according to the
national regulations.
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not included

In case of using only the central

hole fixation and if the luminaire is
higher >3 m, the use of 2nd fixing
%, security system is mandatory.

not included
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PSU with 3 poles connector
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Min. 3x1,0 mm
Max. 3x2,5 mm
Q7-@12 mm
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Connector PSU connector DALI connector
position 3 poles 5 poles
1 - N (blue)
2 L (brown) DALI+ (black)
3 N (blue) DALI- (grey)
4 ground (yellow/green) L (brown)
5 - ground (yellow/green)

No connector (L brown,

N blue, GRD yellow/green, DALI- grey and DALI+ black)

Min. 5x0,25 mm?
Max. 5x1,50 mm?

Q7-@12mm
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,./’ glass maintenance instruction.

The luminaire power should be swichted off before opening.

- The light source contained in this luminaire shall only be replaced by the manufacturer or his service agent or
a similar qualified person.

- The luminaire shall be installed or maintained by a qualified electrician and wired in accordance with the latest
IEE electrical regulations or the national requirements.

- |f the external flexible cable or cord of this luminaire is damaged, it shall be exclusively replaced by the
manufacturer or his service agent or a similar qualified person in order to avoid a hazard.

- Qutdoor use only.
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