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Luminaire type @

Accessory designation Accessory type
RC400Z CFRM-PCV-W60L60 W60L60 1,5
RC400Z CFRM-PCV-W30L120 . . W30L120 17
RC400Z CFRM-PCV-W62L62 Plaster celing version W62L62 1,6
RC400Z CFRM-PCV-W31L125 W31L125 1.8
SM400Z MFRM-W60L60 W60L60 2
SM400Z MFRM-W30L120 W30L120 23
SM400Z MFRM-W62L62 surface mounted W62L62 2.2
SM400Z MFRM-W31L125 W31L125 2,6
SP400Z sSM4 W60L60 W62L62 0,45
SP400Z SMT Suspended W30L120 W31L125 04
SP400Z SMTT W30L120 W31L125 0,25
RC400Z SMB (4PCS) Concealed profile ceiling ALL TYPES 0,25
RC4007 SC Safety cable ALL TYPES 01
12NC Designation EAN13 Comment

910500465248 RC400Z CFRM-PCV-W60L60 8718699396572  Fits on every VPC of size 600

910500465249 RC400Z CFRM-PCV-W30L120 8718699396589  Fits on every VPC of size 1200

910500465250 RC400Z CFRM-PCV-W62L62 8718699396596  Fits on every VPC of size 625

910500465251  RC400Z CFRM-PCV-W31L125 8718699396602  Fits on every VPC of size 1250

910500465252  SM400Z MFRM-W60L60 8718699396619 Fits on every VPC of size 600

910500465253  SM400Z MFRM-W30L120 8718699396626  Fits on every VPC of size 1200

910500465254  SM400Z MFRM-W62L.62 8718699396633  Fits on every VPC of size 625

910500465255 SM400Z MFRM-W31L125 8718699396640  Fits on every VPC of size 1250

910500465256  SP400Z SM4 8718699396657  Fits on every no-EL VPC of size 600 & 625

910500465257  SP400Z SMT 8718699396664  Fits on every no-EL VPC of size 1200 & 1250

910500465258 SP400Z SMTT 8718699396671 Fits on every no-EL VPC of size 1200 & 1250

910500465247 RC400Z SMB (4PCS) 8718699396565  Fits on every VPC, any size

910500465246  RC400Z SC 8718699396558 Fits on every VPC, any size. Can be combined with SMB

and CFRM accessory.
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Safety cable Kit
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Concealed profile ceiling Kit
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CPC (Concealed profile ceiling)

RC400Z SMB (4PCS)

Brackets are pre-mounted
when ordered with luminaire

Option:
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Plaster ceiling version Kits.

RC400Z CFRM-PCV-W30L120 & RC400Z CFRM-PCV-W31L125 RC400Z CFRM-PCV-W60L60 & RC400Z CFRM-PCV-W62L62
% \.\ S < >
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4x 2X 2X X

PCV (Plaster ceiling version) [EE—
RC400Z CFRM* ) 5mm ‘
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Option:

safety cable
A bracket (2x)

V-clips are pre-mounted
when ordered with luminaire.
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Surface mounted Kits.

SM400Z MFRM-W30L120 & SM400Z MFRM-W31L125 SM400Z MFRM-W60L60 & SM400Z MFRM-W62L62

SM (Surface mounted)
SM400Z MFRM*

Brackets are pre-mounted when ordered with luminaire.

RT (rectangular)

SQ (square)

N

HFW60L60 = 340
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W62L62 = 365

W30L120 = 800
W31L125 = 850
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Suspension Kits.
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Suspension !ﬂ @ % \\.,/‘
set contens 3x S 2x cable
SM4  Square . ° ° . 4% 2% 4%
SMT  Rectan- ° . ° . 2X ° 4x 2X
SMTT sular . . . 4x 2% 2X

l SP (Suspended)
SP400Z SM*

S -DA
© 3x
L =1700 —
Il
SM4 SP (Suspended 4x wire) SMT SP (Suspended twin, traingle) SMTT SP (Suspended twin, traingle, T-bar)
Brackets are pre-mounted when Brackets and triangle wires are pre-mounted
supplied with luminaire. when supplied with luminaire.
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QR ey W60L60 300 535
W60L60 300 560
W30L120 1115
W31L125 1165
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Suspended main cable

Luminaire side 1700
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connect to (empty) L VPC/PCV/CPC/SM:

connection block Min. 5x 0.75 mm?
on luminaire. Max. 5 x 2.50 mm?
Q6-0 13 mm

The luminaire shall be installed by a qualified electrician and wired in accordance with the latest IEE

ATTENTION
electrical regulations or the national requirements. OBSERVE PRECAUTIONS

FOR HANDLING
Please do not remove the protect film before installing to avoid scraping or dirtying the optical part. ELECTROSTATIC

SENSITIVE
Indoor use only. ‘I" DEVICES

During installation or maintaining the luminaire please use gloves to avoid spots on the cover.
To remove dirt and spots use the following: - Dust: use micro fiber cloths only
- Fingerprints, etc.: use a cleaner for synthetic materials with antistatic properties.
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