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   Class 1This luminaire must be earthed. 
Ce luminaire doit être mis à la terre. 
Diese Leuchte muß geerdet werden. 
Dit armatuur moet worden geaard. 
Questa armatura deve essere collegata a terra. 
La Luminaria debe estar conectada a tierra. 

A B C D E F G weight
MODULE 600
W30L120 modular RC460B/RC461B VPC+

CPC
+PCV

1197 297 1047 264 67 79 5 5.3kg

MODULE 625
W31L125 modular RC462B/RC463B VPC+

CPC
1247 309,5 1047 264 67 79 5 5.7kg

MODULE 148
W15L120 
semi modular

RC415B VPC 1197 148 1174 134 74 92 5 4.8kg

MODULE 148
W15L125 
semi modular

RC415B VPC 1247 148 1174 134 74 92 5 5.1kg

MODULE 165
W16 EXT. 
semi extended

RC416B BCV 1698/1850 165 1662 1662 74 92 11 7.9kg

MODULE 600
W30 EXT.
modular extended

RC460B/
RC461B/

BCV 1495/1850 297 1360 278 74 92 11 10.7kg

MODULE 625
W31 EXT. 
modular extended

RC462B/RC463B BCV 1495/1850 309,5 1360 278 74 92 11 11.3kg

IP20

IP40

W30L120 modular
W31L125 modular

W15L120 
W15L125 

W16 EXT. 
W30 EXT.
W31 EXT.



   

36W HV Xitanium
Inrush current Ipeak 21 A Input voltage 230V
Inrush current Twidth 255 μs Input voltage 230V, 
measured at 50% Ipeak
Drivers / MCB 16A type B ≤ 20 pcs
 
75W HV Xitanium
Inrush current Ipeak 5 A Input voltage 230V
Inrush current Twidth 1000 μs Input voltage 230V, 
measured at 50% Ipeak
Drivers / MCB 16A type B ≤ 20 pcs
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Push-In (PI)

Points for extra 
Safety Cable (France)

282 x 1105

Solid wood
If neccessary
(PLC) 

PLC - W30L120

Cables if  ceiling is  
not strong enough 
(4x not included )
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Push-in (PIP)
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Wieland (W)

PSD

PSD+ACL

PSD-T

---+ DA

DALI 2

DALI 1

N/Ns- -L -Ls

PSU-EL

- --LLL N/NN

PSD-T +ACL

N/Ns- -L -Ls

DALI 2

DALI 1

PSD-EL
---+ DA

- - -LLL N/NN

PSU



Philips Lighting 
www.philips.com 	4422 004 12431

9/13
	Printed in the Netherlands
	Data subject to change

Air slot

Type "NON AIR"Type "AIR"

for use in ventilated space  
(EN/IEC 60598-2-19)


