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& Lumen CCT P(W) IP.. Driver
DNI125B LED10S/830 PSR WH 0.37 1000Im 3000K typical 13W 20
DNI125B LED105/840 PSR WH 0.37 1000Im 4000K typical |3W 20 Integrated
DN125B LED20S/830 PSR WH 0.56 2000Im 3000K typical 24W 20 Dimmable
DN125B LED205/840 PSR WH 0.56 2000Im 4000K typical 24W 20
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F - Réparations et installation uniquement par personnel qualifie.
UK - Repair and installation only done by qualified personnel.
D - Reparatur und Installation soll stattfinden durch Qualifiziert personal.

NL - Reparaties en installatie moet plaatsvinden door gekwalificeerd personeel.
SP - Reparacién y instalacién unicamente por personal cualificada.
PL - Naprawy i instalowanie produktu powierzac tylko specjalistycznemu personelowi.

For complete and updated list of advised dimmers, please check the Coreline
Downlight page on the Philips Lighting eCatalog: http://www.ecatlighting.philips.com
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Chiffon doux
Soft cloth
Weiches Tuch
Zacht doekje
Panno morbido
Tejido Suave
Bladt stykke stof
Pehmed kangas
Miekka sciereczka
Pédno macio
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[000LM @150 - I55mm
2000LM @200 - 205mm

min.
3x0.75mm?

Cord equal HO3VVH2-F or HO3VV-F
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Min. 2mm
Max.24mm

The luminaire shall, under no circumstances,
be covered with insulating matting or similar material.
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Inrush current

A I mains (A)
I max
max/2
| nom.
Tref Time (us)
000Lm 2000Lm
Electrical Characteristics
Inom (A) 0.07 0.13
Imax(A) 4.00 22.00
Tref(ms) 0.50 0.32
MCB DownlightsMax.
B-10A 18 9
B-16A 30 |5
C-10A 31 |5
C-16A 50 25




