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Beam direction in A20 optics
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Phase Selection

Only for A20 if needed 180o
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Flexibility

Without connector side

EL version

14

23

4,5 6,7 8,9 10,11 LL…T 7 … LL…T 13 …

LL…X … PSD … 7  … DALI DRIVER X X X OK OK

LL…X … PSD … 13  … ELP … DALI DRIVER X OK

LL…X … PSD … 13  … ELD … DALI DRIVER X OK

LL…X … PSED … 7  … DALI DRIVER X X X OK OK

LL…X … PSED … 13  … DALI DRIVER X LL NN X OK

LL, NN, DA+, DA-

LL, NN,

CONNECTOR PIN LL500T
LL500X

Imax (A) 21 Imax (A) 4,5

Tref (µs) 280 Tref (µs) 1000

MCB Drivers Max MCB Drivers Max

B 10A  15 B 10A 11

B 13A 19 B 13A 14

B 16A  24 B 16A 18

B 20A  30 B 20A 22

B 25A 37 B 25A 28

C 10A  24 C 10A 18

C 13A  32 C 13A 24

C 16A  40 C 16A 30

C 20A  49 C 20A 37

C 25A  62 C 25A 46

Xitanium 35W 

Xitanium 60W 

Xitanium 100W 
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