
© 2019 Signify Holding. All rights reserved. This document may be subject to change.  
No representation or warranty as to the accuracy or completeness of the information  
included herein is given and any liability for any action in reliance thereon is disclaimed.  
All trademarks are owned by Signify Holding or their respective owners. 

Signify North America Corporation 
200 Franklin Square Drive, 
Somerset, NJ 08873 
Telephone 855-486-2216

Signify Canada Ltd. 
281 Hillmount Road, 
Markham, ON, Canada L6C 2S3  
Telephone 800-668-9008

www.lightolier.comTangent-PendantAdapter-FXPDT 11/18 page 1 of 1

Project: 

Location: 

Cat.No: 

Type: 

Lamps:  Qty: 

Notes: 

Track Lighting

Tangent 

FXPDT Pendant Adapter

Features
1. Track Attachment fitting: Molded thermoplastic clamping adapter with captive, 

nickel-plated steel pin. Clockwise rotation of pin secures fixture adapter to track.
2. Splicing Chamber: Allows for field cutting of power cord and aircraft cable (if 

applicable).

For use only with pendants that meet the following criteria:
• Total weight of all components being attached to adaptor does not exceed 2.5 lbs.
• Pendant Cord Type is 1/4" dia. 18 ga. 3-wire, 300V min. SVT, with .062 dia. aircraft 

cable, or without aircraft cable.
• Pendant is rated 120V/60Hz., .83A max, 100W max.

Finish
All Painted finishes are baked enamel.

Accessories
No accessory capability.

Labels
cULus Listed

Ordering Information

Catalog No. Finish Track Mountings Lamping

FXPDT Silver For use on all Tangent Track systems. For ceiling 
or suspended track installation. Not for use on 
wall mounted track. 
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