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IP66

LEDs
~220V...240V

   50/60Hz

EN60598
IEC

1451

Inrush current

108A / 140µs min
-20°C

max
+35°C

IK10

BDS650/651 GRN15 21 17,0 14,9 9,5 28,3 26,2 10,9
BDS650/651 GRN20 21 21,6 19,4 9,5 32,9 30,7 10,9      -  -   -   -   -   -   -   -  .
BDS650/651 GRN25 21 25,9 23,6 9,5 37,2 34,9 10,9 ECO25 21 27,8 25,0 9,5 39,1 36,3 10,9
BDS650/651 GRN30 21 31,6 28,9 9,5 42,9 40,2 10,9 ECO30 21 37,1 33,2 9,5 48,4 44,5 10,9
BDS650/651 GRN40  9 40,3 35,2 10 51,6 46,5 11,4 ECO40  7 46,0 42,2 10 57,3 53,5 11,
BDS650/651 GRN50  9 50,1 45,2 10 61,4 56,5 11,4 ECO50  7 65,4 56,4 10 76,7 67,7 11,4
BDS650/651      -  -   -   -   -   -   -   - ECO60  9 65,0 58,9 10 76,3 60,2 11,4
BDS650/651      -  -   -   -   -   -   -   - ECO70  7 74,6 67,2 10   -   -   -  .

BDS660/670 GRN15 21 17,0 14,9 13 28,3 26,2 14,4      -  -   -   -   -   -   -   -  .
BDS660/670 GRN20 21 22,0 19,5 13 33,3 30,8 14,4      -  -   -   -   -   -   -   -  . 
BDS660/670 GRN25 21 26,0 23,5 13 37,3 34,8 14,4 ECO25 21 27,7 25,1 13 39,0 36,4 14,4
BDS660/670 GRN30 21 31,6 29,0 13 42,9 40,3 14,4 ECO30 21 37,1 32,3 13 48,4 43,6 14,4
BDS660/670 GRN40  9 40,3 35,2 13,5 51,6 46,5 14,9 ECO40  7 46,0 42,2 13,5 57,3 53,5 14,9
BDS660/670 GRN50  9 50,1 45,2 13,5 61,4 56,5 14,9 ECO50  7 65,4 56,3 13,5 76,7 67,6 14,9
BDS660/670 GRN60  9 59,4 51,3 13,5 70,7 62,6 14,9 ECO60  9 65,0 58,9 13,5 76,3 70,2 14,9
BDS660/670 GRN70  9 71,2 63,1 13,5 82,5 74,4 14,9 ECO70  7 74,6 67,2 13,5 85,9 78,5 14,9
BDS660/670 GRN80  9 81,4 73,2 13,5 92,7 84,5 14,9 ECO80  7 88,9 82,0 13,5 100,2 93,3 14,9
BDS660/670      -  -   -   -   -   -   -   - ECO90  9 93,1 83,4 13,5 104,4 94,7 14,9
BDS660/670      -  -   -   -   -   -   -   - ECO100  9 102,3 95,2 13,5 113,6 106,5 14,9
BDS660/670      -  -   -   -   -   -   -   - ECO110  9 116,0 106,3 13,5 127,3 117,6 14,9
BDS660/670      -  -   -   -   -   -   -   - ECO120  9 130,4 118,0 13,5 141,7 129,3 14,9

     -  -   -   -   -   -   -   -  .
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DYNADIMMER LUMISTEP

Designed for collaboration with the system LFC 7300/00 Stersense Wireless SC Kit - 913700344403. See 
installation instructions for system.
Operating frequency 868,3 MHz; emission of power short range devices below 25mW.

WARNING!!! The 2 barcodes, stuck on the mains connector,  must not be removed, lost, 
damaged or even thrown away before the network is fully addressed (meaning: all the 
barcodes must be scanned).

RF  LLC7300/00 - STARSENSE WIRELESS 1-10V/DALI
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Datasheet

LR PERC LS-6 = 6h (0 / 0 / +6)
LS-8 = 8h (-2 / 0 / +6)
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Disconnect before servicing
Mettre hors tension avant intervention
Offnen nur spannungsfrei
Demonteren voor onderhoud
Togliere tensione prima di fare manutencione
Desconectar antes de manipular
Bryt str mmen f re lampbyteö ö
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