
The light you want at the budget you need
This pint-sized cylinder delivers great performance  
compared to halogen, while consuming less energy.

Benefits
Lightolier Track Head LED is the latest budget-
friendly addition to track lighting. The Track Head 
driver is completely integrated, has engineered 
optics and a thermal management system which 
deliver a uniform, targeted beam of light. When it 
comes to track lighting, this is an easy choice.

Track lighting

Track Head LED

TH 1100 & 3000 lumen

•  High lumens & low wattage at a fraction of  
the cost of other LED track lighting solutions

•  Provides the efficiency, output and lifetime  
only an integrated LED solution can offer

•  Easy installation with no need to replace  
halogen lamps and bi-pin sockets

•  Compact housing and integrated LED solution  
provides a clean, sleek look, that doesn't draw  
attention away from where it's needed



TH Track Head LED
Small cylinder track lighting

Fixture   example: TH10930NF1W

Series Aperture Lumens CRI / CCT Beam Voltage Finish

TH  Track Head – Lightolier
J Juno

10 1100 lm 930  90 CRI / 
3000K

S Spot (15°)
NF Narrow Flood (30°)

 1 120V W White (matte)
B Black (matte)

30 3000 lm 930  90 CRI / 
3000K

NF Narrow Flood (22°)
F Flood (36°)

 1 120V W White (matte)
B Black (matte)

Features
Efficacy: up to 90 lm/w 
Lumens: 1100 & 3000
Watts: 14-38 W 
CRI: 90 (min)
CCT: 3000 K
Volts: 120V (50/60 Hz)
Dimming: (see below)
Lifetime: 60,000 hrs (B50L70)
Labels: ETL listed,  
ENERGY STAR® certified.
Warranty: 5 year

Visit Signify.com/warranties  
for more information on 
Signify's standard 5- year 
limited warranty. See specification sheet TH for additional drawings and technical information.
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Put your products in their best 
light. The Track head has simple, 
clean and contemporary styling 
to fit well into any commercial, 
retail or hospitality interior 
space, without blowing your 
budget.
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Signify Canada Ltd. 
281 Hillmount Road, 
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www.lightolier.com

The information presented in this document is not intended as any commercial offer and does not form part of any quotation or contract.
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