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Complete fixture consists of Reflector Trim & Frame-in Kit. Select each separately.

 CFL Frame-in Kit Lamp Ballast
Clear Lens  NON-IC 1001F13N120 1-13W QT/TTT Electronic

1001HCLC Specular Clear  NON-IC 1001F13N347 1-13W QT/TTT Electronic
1001HCDC Clear Diffuse  NON-IC 1001F18N120 1-18W TTT Electronic
1001HWHC White  NON-IC 1001F18N347 1-18W TTT Electronic
  NON-IC 1003RF18N120 1-18W TTT Electronic

Fresnel Lens  NON-IC 1003RF18N347 1-18W TTT Electronic
1001HCLF Specular Clear  NON-IC 1001F18SE120 1-18W TTT Dimming Lutron SE 5%
1001HCDF Clear Diffuse  NON-IC 1001F18MX120 1-18W TTT Dimming Advance Mark10
1001HWHF White  NON-IC 1001F18M7120 1-18W TTT Dimming Advance Mark7

 NON-IC 1001F18HD120 1-18W TTT Dimming HDF
Opal Lens NON-IC 1001F26N120 1-26W TTT Electronic

1001HCLO Specular Clear NON-IC 1001F26N347 1-26W TTT Electronic
1001HCDO Clear Diffuse NON-IC 1003RF26N120 1-26W TTT Electronic
1001HWHO White NON-IC 1003RF26N347 1-26W TTT Electronic

NON-IC 1001F26SE120 1-26W TTT Dimming Lutron SE 5%
NON-IC 1001F26HL120 1-26W TTT Dimming Lutron Hi-Lume 1%
NON-IC 1001F26TW120 1-26W TTT Dimming Lutron Tu-Wire 5%
NON-IC 1001F26MX120 1-26W TTT Dimming Advance Mark10
NON-IC 1001F26M7120 1-26W TTT Dimming Advance Mark7
NON-IC 1001F26HD120 1-26W TTT Dimming HDF
IC / AirSeal® 1004ICXF13N120 1-13W QT/TTT Electronic
IC / AirSeal® 1004ICXF18N120 1-18W TTT Electronic
IC / AirSeal® 1004ICXF26N120 1-26W TTT Electronic
IC / AirSeal® 1004ICXF26MX120 1-26W TTT Dimming Advance Mark10

Features Mounting / Ceiling opening
Reflector: Formed aluminum. Integral white flange. Note: For complete Frame-in Kit specifications, see spec sheet 1001F, 1004ICXF or 1003RF.

 
Acrylic Lens Type:  
C = Clear Lens
O = Opal Lens
F = Fresnel Lens

Markings
cCSAus certified; suitable for damp or wet locations.
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