
Downlighting

Retrofit downlights

Product Selection Guide

Budget-grade Value-grade

Good Good Good Better Better

Retrofit Downlight Flat Downlight 
Select

Mini Gimbal & 
Mini Downlight CorePro LED Commercial Retrofit

Trims

Styles   4", 5/6"
 3", 4", 5", 6", 8" 

  3", 4", 6", 8"
  3", 4", 6"   4", 5", 6"   4", 5", 6"

Flanges Matches Aperture Matches Aperture Matches Aperture Matches Aperture Matches Aperture

Reflectors White White White White White

Types Downlight Baffle Downlight Downlight Gimbal Downlight Downlight

Beams Wide Wide Wide Wide Wide

Performance

Applications Residential and Hospitality

Lumens 700lm, 900lm 370-1300 lm 
(lumen field selectable)

375-1185 lm 
(lumen field selectable)

4": 800lm
5": 950lm

6": 800lm & 1200lm

4": 800lm
5": 950lm

6": 800lm & 1200lm

Watts 12-18W 12-15W 8W 11-16W 11-16W

Efficacy up to 78lm/W up to 70lm/W up to 70lm/W up to 89lm/W up to 89lm/W

CCTs (K)
Field Selectable 5CCT  
(2700K, 3000K, 3500K, 

4000K, and 5000K)

Field Selectable 5CCT  
(2700K, 3000K, 3500K, 

4000K, and 5000K)

Field Selectable 5CCT  
(2700K, 3000K, 3500K, 

4000K, and 5000K)
3000, 4000 3000, 4000

CRIs 90 90 90 80, 90 80, 90

Lifetime 50,000hrs 50,000hrs 50,000hrs 50,000hrs (L70) 50,000hrs (L70)

Technology

Dimming ELV, TRIAC ELV, TRIAC & 0-10V dim ELV, TRIAC & 0-10V dim TRIAC TRIAC

Installations
New Construction 

Remodeler
Wet locations

New Construction 
Remodeler

Wet locations

New Construction 
Remodeler

Wet locations
Wet locations Wet locations

Labels
cULus listed,

IC & Title 24 rated,
RoHS, ENERGY STAR

cULus listed, 
IC & Title 24 rated, 

Airseal IC rated,
RoHS, ENERGY STAR

cETLus listed, 
IC & Title 24 rated, 

Airseal IC rated,
RoHS, ENERGY STAR

cULus listed, 
Title 24 rated, 

Airseal IC rated,
RoHS, ENERGY STAR

cULus listed, 
Title 24 rated, 

Airseal IC rated,
RoHS, ENERGY STAR

Warranty 5-year limited 5-year limited 5-year limited 5-year limited 5-year limited
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https://www.signify.com/api/assets/v1/file/Signify/content/c710c93a5f3b4d4abccdab9e0177d60d/RetrofitDownlight-RD.pdf
https://www.signify.com/api/assets/v1/file/Signify/content/9515a796b0fa4f409399af0a00187707/Downlight_dual_select_US_FINAL.pdf
https://www.signify.com/api/assets/v1/file/Signify/content/e1117c744e5e423ebaedab9e013c0896/MiniGimbal-MG_US.pdf
https://www.signify.com/api/assets/v1/file/PhilipsLighting/content/f5409e526b6443c483e4ab1e01769831/CorePro_LED_Downlight_CP4.pdf
https://www.signify.com/api/assets/v1/file/Signify/content/6d0a39203d524d0fbe91ace3002c08a4/Commercial_Retrofit_DualSelect_Lightolier_EN_CST.pdf
https://www.signify.com/api/assets/v1/file/Signify/content/6adfd30f9a414d3eaf6daee10120a56e/Flat_Downlight_dual_select_US_EN_CST.pdf
https://www.signify.com/api/assets/v1/file/Signify/content/6adfd30f9a414d3eaf6daee10120a56e/Flat_Downlight_dual_select_US_EN_CST.pdf

