General Uniform Lighting

1x4229 Im
Polar intensity diagram Quantity estimation diagram
120° 180° 120° nr. of luminaires
l hroomt 2.8 M
Reflectances: 0.70, 0.50, 0.20
16 Maintenance factor: 1.0
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Utilisation factor table Luminance Table
Light output ratio 1.00
Service upward 0.00 Reflectances (%) for ceiling, walls and working plane (CIE) Plane 00| 150 300 450| 600| 750 900
. Cone
Service downward ~ 1.00 Room
Index ggg ggg g'zg g'zg g'zg g';g g'ig g'fg g;g g:g g'gg 45.0| 58784| 58780| 58776| 58773| 59017| 59261| 59506
CIE flux code 51 85 98 100 100 K 030 010 | 030 020 010 010 | 040 010 | 010 010 | 0.00 500| 57039| 56873| 56707| s6541| 56871| 57202 57532
55.0| 53782| 53680| 53579 53477| 53651| 53824| 53998
060 | 050 048 | 049 048 047 040 | 039 035 | 039 034 | 033 6001 48750| 46225 47700| 47175 46962 46750 46537
080 | 061 058 | 060 059 057 050 | 049 044 | 049 044 | 042 650| 39148| 38326| 37504| 36682| 36659| 36635] 36612
100 | 071 066 | 069 067 065 058 | 057 052 | 056 052 | 050 700| 27264| 26793| 26321 25850| 26180| 26510 26839
125 | 080 073 | 078 075 072 066 | 0.65 060 | 064 060 | 057 75.0] 17820] 17730] 17641 17552| 17796| 18041] 18286
;-;g g»g" g»;" gg: gi; g;; 2;1) g-;g g-;: g-;z g-;i g»;i 80.0| 11820| 11925| 12030| 12134] 12125| 12115| 12106
X .96 0.86 . . . . . . . . .
250 | 102 090 | 100 094 089 085 | 084 081 | 082 080 | 077 850] 7749| 8103| B8457) 8810 8880| B8949) 9019
300 | 107 094 | 104 098 093 089 | 087 085 | 086 084 | 081 200 - - z z z z -
400 | 142 097 | 109 1.02 096 093 | 092 089 | 090 088 | 086 (cd/m?)
500 | 116 099 | 112 105 098 09 | 094 092 | 092 091 | 088
Ceiling mounted
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