General Uniform Lighting

BVP150 LED42 CW 50W SWB 1 x LED
1x 3928 Im

Polar intensity diagram Quantity estimation diagram
120° 180° 120° nr. of luminaires
l hroomt 2.8 M
Reflectances: 0.70, 0.50, 0.20
24 Maintenance factor: 1.0
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Utilisation factor table Luminance Table
Light output ratio 1.00
Service upward 0.00 Reflectances (%) for ceiling, walls and working plane (CIE) Plane 00 15.0 30.0 450 60.0 75.0 90.0
. <
Service downward  1.00 Room™ 60 080 | 070 070 070 070 | 050 050 | 030 030 | 000 :5": v vorao oreor 102199 romaa vosssal 0728
Index | 050 050 | 050 050 050 030 | 030 0.0 | 030 0.10 | 000 -
CIE flux code 52 87 99 100 100 K 030 010 | 030 020 010 010 | 040 010 | 010 010 | 0.00 500| 97453| 97828| 98es4| 99931| 100134 100058| 99703

55.0 90597 91483 92787 94509 93679 92900 92172
60.0 78540 79872 81086 82182 80717 79208 77656

0.60 0.50 048 050 048 047 040 040 035 039 035 033

080 | 062 058 | 061 059 058 050 | 0.50 045 | 049 045 | 043 65.0| 63642| 65496] 66491| 66628| 63456| 61051] 59411
100 | 071 066 | 0.70 068 066 059 | 058 053 | 057 053 | 051 700| 48182| 50255| 50504| 48928| 45807 | 43424| 41779
125 080 074 079 076 073 067 0.66 0.61 0.65 061 0.59 75.0 33791 35217 34972 33057 30240 28318 27291
150 | 087 079 | 085 081 078 072 | 071 067 | 070 067 | 0.64 a00| 22752| 23409| 22726] 20705| 18320| 16679| 15783

200 | 097 087 | 095 090 086 081 | 080 076 | 078 075 | 073
250 | 103 091 | 100 095 090 086 | 085 082 | 083 081 | 078
300 | 108 094 | 105 099 093 090 | 088 086 | 087 085 | 082 200 z z z z z z 3
400 | 113 098 | 110 103 097 094 | 092 090 | 091 089 | 086 (cd/m?)
500 | 116 100 | 113 105 099 097 | 095 093 | 093 092 | 089

85.0 16221 15993 14965 13139 10980 9486 8655

Ceiling mounted
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