General Uniform Lighting

BVP150 LED17 NW 20W SWB 1 x LED
1x 1748 Im

Polar intensity diagram Quantity estimation diagram
120° 180° 120° nr. of luminaires

l hroomt 2.8 M

Reflectances: 0.70, 0.50, 0.20
40 Maintenance factor: 1.0
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Utilisation factor table Luminance Table
Light output ratio 1.00
Service upward 0.00 Reflectances (%) for ceiling, walls and working plane (CIE) Plane 00 15.0 30.0 450 60.0 75.0 90.0
. c
Service downward  1.00 Room™ 60 080 | 070 070 070 070 | 050 050 | 030 030 | 000 :5": sl ser0a| vomse | 10m0s | tovers | rosast| roasae
Index | 050 050 | 050 050 050 030 | 030 010 | 030 010 | 0.00 :

CIE flux code 53 88 99 100 100 K 030 010 | 030 020 010 0.10 | 010 0.10 | 010 010 | 000 00| 939%4| 96S01] 98797| 100853| 99365| 98241] 97482

55.0 86625 89660 91354 91704 88211 85947 84912
60.0 73039 76954 77906 75893 70518 67208 65963

0.60 051 048 050 049 048 041 040 036 040 035 0.34

080 | 063 059 | 062 060 058 051 | 0.50 046 | 0.50 045 | 043 65.0| S6244| 61127 61750 5S8114| 52417| 48789| 47231
100 | 072 067 | 071 068 066 059 | 059 054 | 058 054 | 052 700| 39349| 43767| 44485| 41503| 36158| 32610| 30860
125 | 081 074 | 079 076 073 067 | 066 062 | 065 061 | 059 750]  24591| 27938| 28804 27190] 23105] 20298| 18769
150 | 088 080 | 086 082 079 073 | 072 068 | 071 067 | 065 a00| 13303| 15571 16529| 16175| 13828| 12188| 11255

200 | 097 087 | 095 090 086 081 | 080 077 | 079 076 | 074
250 | 104 092 | 101 095 091 087 | 085 082 | 084 081 | 079
300 | 108 095 | 105 099 094 090 | 089 086 | 087 085 | 083 200 z z z z z z 3
400 | 113 098 | 110 103 097 094 | 093 091 | 091 089 | 087 (cd/m?)
500 | 147 100 | 113 106 099 097 | 095 093 | 093 092 | 089

85.0 6369 7895 9011 9715 8932 8316 7866

Ceiling mounted
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