General Uniform Lighting

BVP150 LED42 NW 50W SWB 1 x LED
1 x 4200 Im

Polar intensity diagram Quantity estimation diagram
120° 180° 120° nr. of luminaires

l hroom: 2.8 M
Reflectances: 0.70, 0.50, 0.20
90° 16 Maintenance factor: 1.0
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Utilisation factor table Luminance Table
Light output ratio 1.00
Service upward 0.00 Reflectances (%) for ceiling, walls and working plane (CIE) (P:Iane 00 15.0 30.0 450 60.0 75.0 90.0
Service downward  1.00 Room™ 60 080 | 070 070 070 070 | 050 050 | 030 030 | 000 e
Index | 050 050 | 050 050 050 030 | 030 010 | 030 010 | 000 450] 108127| 108540| 108953| 109366| 109470| 109574| 109678
CIE flux code 52 87 99 100 100 K 030 010 | 030 020 010 010 | 040 010 | 010 010 | 0.00 500| 105244 105856 | 106468| 107081| 106714] 106346| 105979
550] 98762| 99479| 100195| 100912 99637| 98362| 97088
060 | 050 048 | 050 048 047 040 | 040 035 | 039 035 | 033 600) 86116 86897 67679 688460| 85919 83377 60836
080 | 062 058 | 061 059 058 050 | 0.50 045 | 049 045 | 043 650| 69852| 70325 70799) 71273] €8293| e5314) 62334
100 | 071 066 | 070 068 066 059 | 058 053 | 057 053 | 051 700|  S2441| 52364| 52288| 52212| 49613| 47014| 44416
125 | 080 074 | 079 076 073 067 | 066 061 | 065 061 | 059 750|  36577]  36114] 35651| 35187| 33199| 31212 29204
;-;g g»g; g»;g ggi gg:) géi g;z g-;; g-;: g-;g g-;z g»;‘ 800| 23575| 23035| 22494| 21954| 20462| 18969| 17476
250 | 103 091 | 100 095 090 08 | 085 082 | 083 081 | 078 850] 14347) 14148 13948| 137481 12350| 109521 9554
300 | 108 094 | 105 099 093 090 | 088 086 | 087 085 | 082 200 z z z z z z 3
400 | 143 098 | 110 1.03 097 094 | 092 090 | 091 089 | 086 (cd/m?)
500 | 116 1.00 | 113 1.05 099 097 | 095 093 | 093 092 | 089

Ceiling mounted
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