General Uniform Lighting

BVP150 LED42 WW 50W SWB 1 x LED
1 x 4084 Im

Polar intensity diagram Quantity estimation diagram
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Utilisation factor table Luminance Table
Light output ratio 1.00
i Reflectances (%) for ceiling, walls and working plane (CIE Plane 00 15.0 30.0 450 60.0 75.0 90.0
Service upward 0.00 8 g P
. Cone
Service downward ~ 1.00 Room
Index ggg ggg g'zg g'zg g'zg g';g g'gg g'fg g;g g:g g'gg 450] 97280| 96722| 97476 99542| 100117| 101727] 104374
CIE flux code 52 86 98 100 100 K 030 010 | 030 020 010 010 | 040 010 | 010 010 | 0.00 500| 93436| 93006 93673 95437| 96549 98413| 101028
550| 86808| 86605| 87316| 88942| 88sso| 90175| 92828
060 | 050 048 | 050 049 047 040 | 040 035 | 039 o035 | 033 600| 74413| 75018| 75007 | 74379 73059 73756 76472
080 | 062 058 | 061 059 058 050 | 050 045 | 049 045 | 043 650| 53187| 53917) 53723 52606 52419) 53901) 57052
100 | 071 066 | 070 068 065 059 | 058 053 | 057 053 | 051 700|  31368| 32467| 329%5| 32860| 33240| 35145| 38576
125 | 080 073 | 078 075 073 066 | 0.65 061 | 064 060 | 058 750 17646| 18380| 18969| 19412 19775 21134| 23489
;-;g 227 g»f ggi gi; gég g;z) g-;; g-;: g-;g g-;‘; g»;‘; 800|  8968|  9477| 10018 10592| 10906| 11859| 13451
X .96 0.86 . . . . . . . . .
250 | 103 091 | 100 095 090 08 | 084 081 | 083 080 | 078 850 1877) 255 3334| 4305| S341| 6657 B254
300 | 107 094 | 104 098 093 089 | 088 085 | 086 084 | 081 200 z z z z z z 3
400 | 143 097 | 109 1.02 096 094 | 092 090 | 090 088 | 086 (cd/m?)
500 | 116 100 | 112 105 098 096 | 094 092 | 093 091 | 088
Ceiling mounted
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