General Uniform Lighting

1 x 3495 Im
Polar intensity diagram Quantity estimation diagram
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Utilisation factor table Luminance Table
Light output ratio 117
Service upward 0.00 Reflectances (%) for ceiling, walls and working plane (CIE) Plane 00 15.0 30.0 450 60.0 75.0 90.0
. Cone
Service downward  1.17 Room
Index ggg ggg g'zg g'zg g'zg g';g g'ig g'fg g;g g:g g'gg 450] 97286 96729| 97482 99547| 100123| 101733] 104378
CIE flux code 52 86 98 100 117 K 030 010 | 030 020 010 010 | 040 010 | 010 010 | 0.00 500| 93439| 93011| 93680| 95445| 9ess4| 98417 101034
550] 86812| 86610| 87321| 88946| 88884 90180 92831
060 | 059 056 | 058 057 056 047 | 047 041 | 046 041 | 039 600| 74415| 75020 75010| 74386 73063| 73760| 76477
080 | 073 068 | 071 069 067 059 | 058 053 | 058 052 | 050 650| 53186| 53918| 53725 52609) 52423 53904) 57054
100 | 083 077 | 082 079 077 069 | 068 062 | 067 062 | 059 700| 31370| 32472| 32968| 32860| 33241| 35147 38578
125 | 094 086 | 092 088 085 078 | 076 071 | 075 071 | 068 750|  17640| 18380| 18971| 19412 19779 21138| 23489
;-;g 1‘1’; ?»(’;12 :’~:’Z :’Zi :’Z:) gg: g-:i g-;g g-‘: g-g g»;i 800 8968 9478 10020| 10595| 10900| 11855| 13459
250 | 120 1.06 | 147 111 105 100 | 098 095 | 097 094 | 091 850 1856 25021 3%04| 4321 5337| 6648 B2SS
300 | 125 110 | 122 115 109 104 | 1.03 099 | 101 098 | 095 200 z z z z z z 3
400 | 132 114 | 128 120 143 109 | 1.07 105 | 106 103 | 1.00 (cd/mz)
500 | 136 117 | 131 123 145 112 | 110 108 | 108 106 | 1.03
Ceiling mounted
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