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BCP210LED 450
BCP211 LED 600
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Please turn off the power before installation.
R BIE TR A R
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|.Drilling two & 12mm round holes on cement

floor;the hole spacing is 160mm and the hole
depth is more than 60mm;

KGR EER 24N 12nmB (R 7L, FLIE]RE A

160mm, FLiRE A< F60mm;
2 Fill the plastic expansion bolts, in accessory

package, into the holes and the surface
should not be exposed.
EAMHE AR ZERIEA, BAFLE,
WRASFHINEIR.
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1. Put the plastic lamp shade into the round
groove in the head of lamp body;
HBEBRLAT ERNKT R L BDEIFE A

2. Use two M4X6 inner hexagon set screws
and matching spanner to lock the shade
and body tightly from the screw holes
between them.

EAMAMAX6 A 75 A X ERET B EIR
FITES KR Z B R FLAMENEEE
EFE.

Adjust the angle of lamp shade and lamp

body before locking, matching screws and
wrenches are in the accessory package.

ERMERTARIFAESATIRMARE,
B ERSTAIRFEMEE A,




|.Take out the EVA pad and put the prepared power cord throught it in the middle;

BY HHEVAZRF A 27 A\ 3t _E BT ER R 4% ;

2.Take out the waterproof wiring pipe from the lamp, unscrew the wiring pipe and the cap of
the unwired end; ‘ N ‘ N ‘ .
MKTURREFL R ER Bk iRk, TR E TR IE iR I SE0E:

3. Connect according to the following diagram.
IR T R E B

4.After connecting the wires, tighten the waterproof wiring and move it into the lamp body.
5T B IT ARk RE EHEINELATIRAAR.

Note:l.embedded cable need to be prepared by customer(The outlet diameter of the protective
coil required by the standard wirin%(pipe is 7-10mm, and the outlet diameter of the thicker
protective coil in the accessory package is 5-8mm. Customers can select the corresponding
protective coil according to their own pre-buried wires.)
2.Torsion value of waterproof wiring pipe is 5 NM

&1 MELTERL A E GEEERRNPEEREEEER ¢ 7-10m, M6 RS
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@ silver terminal:brown wire L
IREEE B L
black terminal:blue wire N
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(3 copper termnial:yellow-green
grounding wire ()

B aEEHE R O

> Align the fixed hole position of the EVA pad 6 After checking the wiring, turn on the power
and the lamp to the expansion hole position and check if the fixture works properly.
on the ground and use the ST4.9 x 60 If there is any problem,please contact the
stainless steel screw and nylon gasket in seller for timely treatment.
accessory package to fix the whole lamp. T RS EEE, FTHEE, BT
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Please read this instructions and understand the items properly, and install the luminaires per
this instructions.

RENTRANES HFRMIZIFERARAE, FHBARPEREERRE.

. Lamps shall be installed by a qualified electrician and wiring shall be in accordance with |IEE

electrical standards or national standards.
ENBE RSB TRE, EE2ENS I EEBSIRERERIRE.

. When multiple lamps are connected to the power bus, the diameter of the bus wire should be

considered and the cable used should be acceptable.The current shall be greater than the sum of
the rated current of all lamps.

HEMTEFEERRDER, NEERDELBEMNEEX/), ERAMBREAAIANBRENTHEIREGE
Btz .

. When distributing electricity, pay attention to the specifications of the selected leakage

protection switch, and take into account the lamp power supply, cable length and moisture
environmental factors that will increase the leakage current.

ERNEIE, MEREFXONAE, FREEZERITERR, BERKERLNEMIMNEERNSERERTIEL.

. Power distribution should take into account the surge of currect which air switch can withstand,

to leave enough margin, it is recommended to start in stages.
RCEMEZE=FHAEAZRBLER ZEAEBHRE, ENSREH.

. Switch off main power supply before Installation, maintenance and any operation.

L3t YHPTIEMRIERT, &I R,

. The lighting source of lamps is not replaceable.When the light source reaches the final service life,

the entire lamp shall be replaced.
KTRAEDCRZRARABR. S RREREERSS, FERENITR.

. The wire connection method is determined by local electrical codes and regulations. Typical

method is to use either wire, nuts or screw terminal blocks.
BEEAXNIATHMBSEMRNE, —REERBYUERES&EERIIRETIELIRT.

. If the external flexible cable or cord of this luminaire is damaged, it shall be exclusively replaced

by the manufacturer or a similar qualified person in order to avoid a hazard.

YEUESE: AR ATEASMNRE S BUR G, ZE S MEHER, AAHEXERARER, URRERR.
No hot plug, no live operation.

RAIAEAE, TAHRIRE.

. Lamps and lanterns should be examed and cleaned regularly.

KTEZEHEN, EHFE.
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Disclaimer
TR E

| Please use and install the luminaires correctly according to the protection grade and other
precautions marked in the [installation instructions] of the product.The luminaires shall not be
immersed in water ,The manufacturer shall not be liable for the failure of the luminaires protection

caused thereby.
EIREAEGN [REIRA] PIRERNGFPERMETIERN, ERERMRELE, HITERTLFR
KBRS, I SEBAKTEBIPRY, EFEARERE.
2.The luminaire should avoid storage and usage in such a surroundings or an occasion that is with
corrosion or hazardous gases like sulfide, halide, phthalate and so on.
KRN ZBERERRMSAESENFEMNESUASHESRER, MKy, aik), BEZRRES.
3.The PC material cannot be used in such a ambience that is with ethylamine, tetra-dichloroethylene,
which is corrosion or hazardous to PC material and so on.
KTEPCHRIT BEMIE AR 2 i2, MEZHEXNPCHRER M B ENIMERER.
4.For periodically cleaning maintenance of luminaire which PC material is exposed to outside,Acid
solution or alkali solution cannot be used as a cleaning solution to wash outside surface of luminaire.
ATEMRGE RSP TR ER, M TPCHEREBATRINDD, BRMSEMEA R AR RTATRRIINRT .
5.Manufacturer is not responsible to improper use, change and modification structure on luminaire.
Any damage or unsafety losses caused by these factors under not to be allowed, manufacturer do
not take any responsibility for this situation.
MFARRHBER. EMRAMEITREN, AREFAHERLT, HMTEFSMTSERRIENTZERK,
H &R A RIBEA R T

This marking indicates that this product should not be disposed with other
household wastes throughout the EU.To prevent possible harm to the
environment or human health from uncontrolled waste disposal, recycle it
responsibly to promote the sustainable reuse of material resources.To return
your used device, please use the return and collection systems or contact the
retailer where the product was purchased.They can take this product for
environmental safe recycling.
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