
BVP150

20

50

3000

4000

6500

3000

4000

6500

1

50/60Hz

IP65

LED Floodlight

220-240V
~

BVP150 LED17/WW 220-240V 20W SWB MDU CE

BVP150 LED17/NW 220-240V 20W SWB MDU CE

BVP150 LED17/CW 220-240V 20W SWB MDU CE

BVP150 LED42/WW 220-240V 50W SWB MDU CE

BVP150 LED42/NW 220-240V 50W SWB MDU CE

BVP150 LED42/CW 220-240V 50W SWB MDU CE

28

70

1700lm

4250lm

H05RN-F 3x1.0 mm²
60245IEC57
N: Blue
L : Brown

 
/Petunjuk Instalasi/Hướng dẫn lắp đặt/ มู่ืค อการตดิตงั้/Инструкция по монтажу/Інструкція з монтажу/Орнату нұсқаулығы/  
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 Dimension / Dimensi 
/Kích thước /ขนาดโคม

/Размеры/Розміри
/Өлшемдері/الابعاد 
AxBxCxD (mm)

150x165x47x115

200x194x45x140

CCT 
(K)

Frequency
/Frekuensi
/Tần số

/ความถ่ี/Частота
/Кернеу/التردد

Voltage/Tegangan
/Đ iện áp/โวลต
Напряжение

/Напруга/Кернеу
الجھد/

LEDs

Lumen Output (lm)/Lumen 
keluaran/Quang thông (lm)

/ลูเมน/Световой поток
/Світловий потік

/Жарық ағыны/طاقة الاضائة

Type / Tipe/ Loại /
นรุ  /Тип/Түрі/رقم النوع 

Power(W)/Daya/
Công suất/กําลังไฟฟา/
Мощность/Потужність

/Қуат/الطاقة

  IP65 Junction Box
*  not supplied with product

0.0m

Type 50W

a (mm) 140

b (mm) 6.5

c (mm)         

20W

85

6.5

  Ø6.5 Ø6.5  

The terminal block should be 
complying with EN60998-2-
1/EN60998-2-2

0.020

0.031

Fasten the bolt
Torque : Nm

20W 50W

Torque(Nm) 8 8

(m² )

Run Current (A) 
(@230V) 

Start Current Duration ( s) /
T(@50% of Ipeak) ( s)

Maximum Number of 
Luminaire on MCB 16A  

Type B  (pcs)

Start (Inrush) Current(A)     
/ Ipeak (A)

* Touch current or 
protective conductor 

current (mA)

Maximum Number of 
Luminaire on MCB 16A  

Type C  (pcs)

0.65
1.17

0.088
0.22

8.6
13.0

<3.5
<3.5

The leakage current *(touch current or protective conductor current) of electrical circuit may be greatly dependent upon electrical supply cables used such as its rating and length, proper 
connection of electrical supply cables to luminaires and wiring connection topology of luminaires to the supply electrical circuit amongst other site conditions.
* In some cases referred to as Earth Leakage Current.

BVP150 20W
BVP150 50W

Type

Surge rating

1KV/2KV

36
10

Install the luminaire according to the national regulation
and make sure it will not fall off.

0º~170º

104

41

121

48

Signify Luminaires (Shanghai) Co., Ltd.
Address: 2F, Building 6, No. 1805, Huyi Highway, Malu Town, Jiading 
District, Shanghai, P.R. China 
Postal code: 201801

GND:Yellow-Green

Mounting Instructions
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X>0m

a

b

c

C

D

A

B

20W without buckle
50W with buckle

Detection range

Philips and the Philips shield emblem are registered trademarks of Koninklijke Philips N.V. 

Optical mode 

The unit will light on when walking through the detection 
range

Bright mode

SENS:<8M (<24℃)

Light on for 5 seconds and switch off-on twice in 2 
seconds ander bright lights.The unit will stay on 
bypassing the sensor.
Turn off the light for 10 seconds, the unit will back to 
automatic operation mode.

Operation mode

Ambient Light: 3-2000LUX (adjustable) 
                      Time-Delay: min: 10sec±3sec 
                      max: 7min±3min
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