General Uniform Lighting

RC048B LED32S 840 1xLED

1x 3200 Im
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Utilisation factor table Luminance Table
Light output ratio 1.00

Service upward 0.00
Service downward  1.00

CIE flux code 46 78 95 100 100
UGRcen (4Hx8H, 0.25H) 21
LVC2160365

Reflectances for ceiling, walls and working plane (CIE)

Room 0.80 0.80 | 0.70 0.70 0.70 0.70 0.50 0.50 | 0.30 0.30 | 0.00
Index| 050 050 | 050 050 050 0.30 | 0.30 0.10 | 0.30 0.10 | 0.00
Kk 030 0.10 | 0.30 0.20 0.10 0.10 0.10 0.10 | 0.10 0.10 | 0.00
0.60 047 045 | 047 046 045 037 0.37 0.32 0.36 0.32 0.30
0.80 058 055 | 057 0.56 0.54 0.46 046 0.41 045 040 | 038
1.00 | 067 062 | 066 0.64 062 054 | 053 048 | 0.52 048 | 046
1.25 0.76 0.70 | 0.74 0.71 0.69 0.62 061 056 | 060 0.55 | 0.53
150 | 0.82 075 | 0.80 0.77 0.74 067 | 066 061 0.65 0.61 0.58
2.00 092 083 | 090 0.86 0.82 0.76 075 0.70 | 0.73 0.70 | 0.67
250 | 099 0.88 | 0.96 091 0.86 0.82 | 0.80 076 | 0.79 0.76 | 0.73
3.00 1.04 091 1.01 095 090 086 | 0.84 0.81 083 080 | 0.77
4.00 1.10 0.95 1.07 1.00 0.94 091 0.89 086 | 087 085 | 0.82
5.00 114 098 | 1.10 1.03 097 094 | 092 090 | 090 0.88 | 0.85

Ceiling mounted

Plane 00| 450| 90.0

Cone
45.0| 3380| 3379 34M

50.0| 3350| 3333| 3379
55.0| 3284| 3276| 3297

60.0| 3208| 3207| 3240
65.0| 3126| 3109| 3154
70.0| 3029| 2999| 3030

75.0| 2849| 2844| 2879

80.0| 2677| 2698| 2719
85.0| 2357| 2377| 2396

90.0 - - |
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