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Signify Classified - Internal

Essential LEDtube Batten Gen?2

v" He Hy»XHO 60sbLue 3a60TUTbCA O HanNpPaBAeHUM

v YHusepcanbHble popm-paKTopbl ANA PasNNUHbIX
NPUMEHEeHU1

--5 popm Kopnyca

v" HapexHee

--KOpnycC Wwnpe 1 npoyHee

v Bonee yHuBepcanbHbli AM3aiiH ANA Nnonb3oBaTenei

---Cov batten L&F design
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Essential LEDtube Batten G2:

Length (m)

0.6 1.2

Form factor

Single and Twin tube

Reflector

4ft, With reflector & without reflector;
4ft, single side reflector type for single tube version

Dimension (mm)

49*%65( the height: 65 is including lamp holder, if no, height of housing is 31)

(W x H)

Voltage 220-240V~ 50/60Hz

IP rating 1P20

Wiring Double wiring for Sing end Philips TLED
Insulation Class |

Working temp -20 ~ 40°C

Connection Inside wiring ; Middle entry;
Installation Surface mounted, suspension

Lamp replaceable Yes
Lamp type Philips Ecofit, master, essential TLED
Housing material SPCC
Housing coating Powder paint, RAL9003 white
Housing thickness 0.3mm

Packaging Plastic bag with each lum in one large outer box
Fuse 1000mA, with VDE
Accessory Two screws: ST4x17mm , two expansion bolts: 26.5x$6.8mm *2
Approbation Company standard, complaint with IEC 60598
Warranty | year

4ft
For single tube
For single tube with reflectors

2ft

For Sing tube
For Twin tubes

For twin tubes
For twin tubes with reflectors
For single tube with single reflector
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He Hy»KHO 3a60TUTbCA O HanpaBAeHUN CBETOANOAHOMN

TPYybKMU
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Benchmarking
T T
Form factor Single Tube Single Tube
Total Dimension (not include
lamp holder) 49 X 31 40 X 26
(W XHmm)
Lamp replaceable Yes Yes
Mechanical Housing material SPCC SPCC
Housing coating White powder paint White powder paint
IP rating IP20 IP20
Installation Surface, Suspend Surface, Suspend
Trunkable Yes Yes
Voltage 220-240V~ 50/60Hz 220-240V~ 50/60Hz
Wirin One end power supply / wiring Dual end power supply,
. g for Sing end Philips TLED for dual end TLED
Eletrical .
Insulation Class | Class |

1000mA, fast action, VDE
certified, replaceable

Working temp -20 ~ 40°C NA

No packaging for

individual product

Fuse No

Others Packaging Plastic bag/carton box

GC: Company standard;

compliant with IEC 60598 No

Approbation

Safer, stronger, more fit for Feifan tube




Signify Classified - Internal

OcobeHHOCTU U NpenMyLLEecTBa

PeeuHbi cBeTUNBHUK ana paboTbl ¢ TLED ¢ yokonem T8

Pa3paboTaH ana ceetogmoaHbix Tpyb6oK Tna EcoFit
(noaxoanT n anAa gpyrux CcBeToanoAHbIX TPYOOK)

BxoaHol Kabenb NUTaHMA nocpeguHe

TOHKas 1 NIerkMN MeTanInYyecknii Kopnyc

[JONONHNTENbHBIN NPeaoXpPaHnTeNb AN ABOMHOW 3aWuTbl, ecan payopecueHTHaa TpybKka
nogKnto4YeHa no owmnbke

[ocTynHbl BEPCMKU AN OAHOWN U ABYX CBETOAMOLHbIX TPYOOK, a TaKXKe BapuaHTbl C

OAHOCTOPOHHUM (1R) M ABYCTOPOHHMM OTpaxKatenem (2R) gna nydwero HanpasBAeHUA
CBETOBOrO MOTOKa.

NCTOYHMKM NUTAaHUA MOTYT pacno/siaraTbCs C ABYX CTOPOH NpeAoXpaHuUTeNb BCTPOEH B
Kopnyc

MeTannnyeckuin Kopnyc.

Benas nopollKoBas Kpacka Ha MeTa/l/InyecKoi ocHoBe

Mopaxoant ana ceetoamnogHbix TpyboK: Philips Ecofit, master, essential TLED
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Koapbl

OpHOCTOpOHHEE NOAKAIOYEeHUe

[1BYyCTOpPOHHEE NnogKayeHne

911401737642 BN011C 1xTLED L600 G2 GM

911401737652 BN011C 2xTLED L600 G2 GM

911401737602 BNO11C 1xTLED L1200 G2 GM

911401737612 BN011C 2xTLED L1200 G2 GM

911401737662 BN011C 1xTLED L1200 1R G2 GM

911401737622 BN011C 1xTLED L1200 2R G2 GM

911401737632 BN011C 2xTLED L1200 2R G2 GM

911401820681 BN011C DE 1xTLED L600 G2 GM
911401820581 BN011C DE 2xTLED L600 G2 GM
911401821081 BN011C DE 1xTLED L1200 G2 GM
911401820981 BNO11C DE 2xTLED L1200 G2 GM
911401820481 BN011C DE 1xTLED L1200 1R G2 GM
911401820881 BN011C DE 1xTLED L1200 2R G2 GM
911401820781 BN011C DE 2xTLED L1200 2R G2 GM
911401821281 BN011C DE 1xTLED L1500 G2 GM

911401821181 BN011C DE 2xTLED L1500 G2 GM
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