
LVC2160365 2018-12-17

BN015C SET 1XTLED L600 8W 740 1 x LEDTUBE(8W/740) X
1 x 800 lm

Light output ratio 1.00
Service upward 0.30
Service downward 0.70

CIE flux code 32 60 82 70 100

UGRcen (4Hx8H, 0.25H) 19
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LVC2160365 2018-12-17

BN015C SET 1XTLED L600 8W 765 1 x LEDTUBE(8W/765) X
1 x 800 lm

Light output ratio 1.00
Service upward 0.30
Service downward 0.70

CIE flux code 32 59 82 70 100

UGRcen (4Hx8H, 0.25H) 19
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LVC2160365 2018-12-17

BN015C SET 1XTLED L600 10W 730 1 x LEDTUBE(10W/730) X
1 x 1050 lm

Light output ratio 1.00
Service upward 0.28
Service downward 0.72

CIE flux code 33 61 83 72 100

UGRcen (4Hx8H, 0.25H) 20

Polar intensity diagram
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Utilisation factor table

Ceiling mounted
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LVC2160365 2018-12-17

BN015C SET 1XTLED L600 10W 740 1 x LEDTUBE(10W/740) X
1 x 1050 lm

Light output ratio 1.00
Service upward 0.26
Service downward 0.74

CIE flux code 34 62 83 74 100

UGRcen (4Hx8H, 0.25H) 20

Polar intensity diagram
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Utilisation factor table

Ceiling mounted

Room
Index
k

Reflectances (%) for ceiling, walls and working plane (CIE)

0.60
0.80
1.00
1.25
1.50
2.00
2.50
3.00
4.00
5.00

0.80
0.50
0.30

0.39
0.49
0.57
0.64
0.71
0.80
0.86
0.91
0.97
1.02

0.80
0.50
0.10

0.37
0.46
0.53
0.59
0.64
0.71
0.76
0.80
0.84
0.87

0.70
0.50
0.30

0.37
0.46
0.54
0.61
0.67
0.75
0.81
0.86
0.91
0.95

0.70
0.50
0.20

0.36
0.45
0.52
0.59
0.64
0.72
0.77
0.81
0.86
0.89

0.70
0.50
0.10

0.36
0.44
0.50
0.56
0.61
0.68
0.73
0.76
0.81
0.84

0.70
0.30
0.10

0.28
0.36
0.42
0.49
0.54
0.62
0.67
0.71
0.76
0.80

0.50
0.30
0.10

0.26
0.33
0.39
0.45
0.49
0.57
0.61
0.65
0.70
0.73

0.50
0.10
0.10

0.21
0.28
0.34
0.40
0.44
0.52
0.57
0.61
0.66
0.70

0.30
0.30
0.10

0.24
0.30
0.36
0.41
0.45
0.52
0.56
0.60
0.64
0.67

0.30
0.10
0.10

0.20
0.26
0.31
0.37
0.41
0.48
0.53
0.56
0.61
0.64

0.00
0.00
0.00

0.16
0.21
0.26
0.31
0.34
0.41
0.45
0.48
0.53
0.56

Quantity estimation diagram
nr. of luminaires

0

20

40

60

80

)2(m10 30 50 70 90

300 lx

500 lx

750 lx

hroom: 2.8 m
Reflectances:  0.70, 0.50, 0.20
Maintenance factor:  1.0
Ceiling mounted

UGR diagram

4.0

4.0

8.0

8.0

12.0

12.0

16.0

16.0

m

m

X

Y

hroom: 2.8 m

Refl: 0.70 0.50 0.20

Ceiling mounted

: viewed endwise

: viewed crosswise

Y : Parallel to viewing dir.
13

19

16

19

16

22

Luminance Table

)2(cd/m

0.0 15.0 30.0 45.0 60.0 75.0 90.0

45.0

50.0

55.0

60.0

65.0

70.0

75.0

80.0

85.0

90.0

Plane
Cone

615

593

567

536

497

445

375

282

156

44

639

626

613

598

584

573

570

590

717

1354

689

694

704

722

751

801

899

1090

1539

3270

750

773

806

853

924

1034

1214

1539

2243

4944

803

841

892

964

1067

1220

1460

1884

2779

6230

843

890

955

1042

1165

1344

1621

2105

3125

7046

851

898

968

1061

1192

1375

1664

2167

3221

7276

General Uniform Lighting

CalcuLuX Photometrics 4.2.1 Philips Lighting B.V. Page: 2/5



LVC2160365 2018-12-17

BN015C SET 1XTLED L600 10W 765 1 x LEDTUBE(10W/765) X
1 x 1050 lm

Light output ratio 1.00
Service upward 0.27
Service downward 0.73

CIE flux code 34 62 83 73 100

UGRcen (4Hx8H, 0.25H) 20

Polar intensity diagram
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LVC2160365 2018-12-17

BN015C SET 1XTLED L1200 16W 74 1 x LEDTUBE(16W/740) X
1 x 1600 lm

Light output ratio 1.00
Service upward 0.26
Service downward 0.74

CIE flux code 34 62 83 74 100

UGRcen (4Hx8H, 0.25H) 17

Polar intensity diagram
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LVC2160365 2018-12-17

BN015C SET 1XTLED L1200 16W 76 1 x LEDTUBE(16W/765) X
1 x 1600 lm

Light output ratio 1.00
Service upward 0.29
Service downward 0.71

CIE flux code 31 59 81 71 100

UGRcen (4Hx8H, 0.25H) 17

Polar intensity diagram
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Ceiling mounted

Room
Index
k

Reflectances (%) for ceiling, walls and working plane (CIE)
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LVC2160365 2018-12-17

BN015C SET 1XTLED L1200 20W 73 1 x LEDTUBE(20W/730) X
1 x 2100 lm

Light output ratio 1.00
Service upward 0.27
Service downward 0.73

CIE flux code 33 61 83 73 100

UGRcen (4Hx8H, 0.25H) 18

Polar intensity diagram
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Utilisation factor table

Ceiling mounted

Room
Index
k

Reflectances (%) for ceiling, walls and working plane (CIE)
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LVC2160365 2018-12-17

BN015C SET 1XTLED L1200 20W 74 1 x LEDTUBE(20W/740) X
1 x 2100 lm

Light output ratio 1.00
Service upward 0.29
Service downward 0.71

CIE flux code 32 60 82 71 100

UGRcen (4Hx8H, 0.25H) 18

Polar intensity diagram
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Utilisation factor table

Ceiling mounted

Room
Index
k

Reflectances (%) for ceiling, walls and working plane (CIE)

0.60
0.80
1.00
1.25
1.50
2.00
2.50
3.00
4.00
5.00
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0.50
0.30

0.38
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0.83
0.86

0.70
0.50
0.30

0.36
0.45
0.52
0.59
0.65
0.74
0.80
0.84
0.90
0.94

0.70
0.50
0.20

0.35
0.44
0.51
0.57
0.62
0.70
0.75
0.79
0.84
0.88

0.70
0.50
0.10

0.35
0.42
0.49
0.55
0.60
0.67
0.72
0.75
0.79
0.82

0.70
0.30
0.10

0.27
0.35
0.41
0.47
0.52
0.60
0.66
0.69
0.75
0.78

0.50
0.30
0.10

0.25
0.32
0.37
0.43
0.48
0.55
0.60
0.63
0.68
0.71

0.50
0.10
0.10

0.20
0.26
0.32
0.38
0.43
0.50
0.55
0.59
0.65
0.68

0.30
0.30
0.10

0.22
0.29
0.34
0.39
0.43
0.50
0.54
0.57
0.62
0.65

0.30
0.10
0.10

0.18
0.24
0.29
0.35
0.39
0.46
0.50
0.54
0.59
0.62

0.00
0.00
0.00

0.14
0.19
0.24
0.28
0.32
0.38
0.42
0.45
0.50
0.53

Quantity estimation diagram
nr. of luminaires

0

10

20

30

40

)2(m10 30 50 70 90

300 lx

500 lx

750 lx

hroom: 2.8 m
Reflectances:  0.70, 0.50, 0.20
Maintenance factor:  1.0
Ceiling mounted

UGR diagram

4.0

4.0

8.0

8.0

12.0

12.0

16.0

16.0

m

m

X

Y

hroom: 2.8 m

Refl: 0.70 0.50 0.20

Ceiling mounted

: viewed endwise

: viewed crosswise

Y : Parallel to viewing dir.

10

16

10

19

13

16

13

19

Luminance Table

)2(cd/m

0.0 15.0 30.0 45.0 60.0 75.0 90.0

45.0

50.0

55.0

60.0

65.0

70.0

75.0

80.0

85.0

90.0

Plane
Cone

260

252

243

232

217

197

169

130

74

17

277

276

275

274

275

278

287

315

428

1422

312

319

330

345

367

403

466

595

948

3439

348

365

387

418

461

528

640

858

1414

5250

378

403

435

477

538

628

777

1060

1771

6640

397

427

464

514

585

689

860

1180

1984

7465

404

435

474

527

601

710

887

1220

2055

7736

LVC2160365 2018-12-17

BN015C SET 1XTLED L1200 20W 76 1 x LEDTUBE(20W/765) X
1 x 2100 lm

Light output ratio 1.00
Service upward 0.26
Service downward 0.74

CIE flux code 33 61 83 74 100

UGRcen (4Hx8H, 0.25H) 18

Polar intensity diagram
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Utilisation factor table

Ceiling mounted

Room
Index
k

Reflectances (%) for ceiling, walls and working plane (CIE)
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