General Uniform Lighting

RC085B 18W 840 W30L60 1xLED

1x 1530 Im

Polar intensity diagram
120° 180° 120°

Quantity estimation diagram
nr. of luminaires

hroom: 2.8 M

Reflectances: 0.70, 0.50, 0.20
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Light output ratio 1.00
Service upward 0.01

Utilisation factor table

Luminance Table

Reflectances for ceiling, walls and working plane (CIE)

Plane 00| 450| 90.0

h Cone
Service downward  0.99 ROOM ™50 080 | 070 070 070 070 | 050 050 | 030 030 | 000 450 3208| s3o1] 3532
Index| 050 050 | 0.50 050 050 0.30 | 030 0.10 | 0.30 0.0 | 0.00 - ]
CIE flux code 4779 96 99 100 K 030 0.10 | 030 020 010 010 | 0.10 0.10 | 0.10 0.10 | 0.00 | 500] 3221] 3333| 3461]
55.0| 3045 3244| 3351
060 | 048 046 | 047 046 045 038 | 037 032 | 037 032 | 030 60.0| 3062, 5164| 5262
080 | 059 055 | 058 056 0.54 0.47 | 0.46 0.41 | 045 041 | 0.39 6501 20121 3012 3082
100 | 068 063 | 0.66 064 0.62 0.5 | 054 0.49 | 053 048 | 046 700| 2863| 2782| 3029
125 | 076 070 | 0.75 072 0.69 0.62 | 061 056 | 0.60 056 | 053 750| 2713] 2680| 2647
200 | 06 08 | 050 036 082 076 | 078 071 | 074 070 | 068 e S e
250 | 1.00 088 | 097 0.92 0.87 082 | 0.81 0.7 | 0.79 076 | 073 850] 2231 2207] 2063]
300 | 1.04 091 | 101 0.95 090 086 | 0.84 0.81 | 0.83 080 | 0.7 200 - = -
400 | 110 086 | 107 1.00 094 091 | 0.89 0.87 | 0.87 085 | 0.82 (cdim2)
500 | 114 098 | 110 1.03 0.97 094 | 0.92 0.90 | 0.90 088 | 0.85
Ceiling mounted
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Polar intensity diagram Quantity estimation diagram
120° 1807 120° nr. of luminaires
hroom: 2.8 M
Reflectances: 0.70, 0.50, 0.20
90° 60| Maintenance factor: 1.0
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Light output ratio 1.00
Service upward 0.01
Service downward 0.99

CIE flux code 4779 9599 100

LVC2160365

Utilisation factor table

Luminance Table

Reflectances for ceiling, walls and working plane (CIE)

Room 0.80 0.80 | 0.70 0.70 0.70 0.70 050 0.50 | 0.30 0.30 | 0.00
Index| 050 050 | 050 050 050 0.30 | 0.30 0.10 | 0.30 0.10 | 0.00
Kk 030 0.10 | 0.30 0.20 0.10 0.10 0.10 0.10 | 0.10 0.10 | 0.00
0.60 048 046 | 047 046 045 0.38 0.37 0.32 0.36 0.32 0.30
0.80 059 055 | 058 0.56 0.54 047 046 041 045 041 0.39
100 | 068 063 | 0.66 0.64 062 055 | 0.54 049 | 053 048 | 046
1.25 0.76 0.70 | 0.74 0.72 0.69 0.62 061 056 | 060 0.56 | 0.53
150 | 0.83 075 | 081 0.77 074 068 | 066 062 | 0.65 061 0.59
2.00 093 0.83 | 090 0.86 0.82 0.76 0.75 0.71 0.73 0.70 | 0.67
250 | 099 0.88 | 0.96 091 0.86 0.82 | 0.80 077 | 079 0.75 | 0.73
3.00 1.04 091 1.01 095 090 086 | 0.84 0.81 082 080 | 0.77
4.00 1.10 0.95 1.06 1.00 0.94 0.90 0.89 086 | 087 085 | 0.82
5.00 114 098 | 1.10 1.03 096 093 | 091 089 | 090 088 | 0.85

Ceiling mounted

Plane 00| 450| 90.0
Cone

45.0| 3295| 3413| 3620

50.0| 3242| 3249| 3527

55.0] 3209| 3221| 3416)
3036| 3174| 3329
2894| 3067| 3164
2789| 2915| 3028
2679| 2762| 2754
2331| 2406| 2566
2272| 2347| 2174
90.0 - - -

(cd/m2)
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General Uniform Lighting

RC085B 9W 840 W30L30 1xLED

1x765Im
Polar intensity diagram Quantity estimation diagram
120° 180° 120° nr. of luminaires
hroom: 2.8 M
Reflectances: 0.70, 0.50, 0.20
90° 90° 120| Maintenance factor: 1.0
Ceiling mounted
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Utilisation factor table Luminance Table
Light output ratio 1.00
Service upward 0.02 Reflectances for ceiling, walls and working plane (CIE) Plane| 0.0 450| 900
) c
Service downward  0.98 ROOM ™50 080 | 070 070 070 070 | 050 050 | 030 030 | 000 40;3 w20 42| aaa
Index| 050 050 | 0.50 0.50 0.50 030 | 030 0.10 | 0.30 0.10 | 0.00 -
CIE flux code 4779 95 98 100 K 030 0.10 | 030 020 0.10 0.10 | 0.10 0.10 | 0.10 0.10 | 0.00 | 50.0] 3903] 4283| 4363
55.0| 3678| 4063| 4202
060 | 0.48 045 | 047 046 045 0.37 | 037 032 | 036 032 | 0.30 60.0| S712] 4134| 4069
080 | 059 0.55 | 057 0.56 054 0.47 | 046 0.41 | 045 040 | 0.38 65.0| 3579] 4058| 4058}
100 | 067 063 | 0.66 064 0.62 054 | 053 048 | 0.52 048 | 0.45 70.0| 3283| 3557| 3640
125 | 076 070 | 0.74 071 069 062 | 061 056 | 0.59 0.55 | 0.53 75.0| 3412| 3540| 3231
150 | 083 075 | 0.80 0.77 0.74 067 | 066 061 | 0.65 0.61 | 0.58 800| 2732| 3301] 3355
200 | 093 0.83 | 090 085 081 0.76 | 0.74 0.70 | 073 069 | 0.66 T orol
250 | 099 0.87 | 096 091 086 0.81 | 0.80 0.76 | 0.78 075 | 0.72 850] 2642 3342 2910
300 | 1.04 091 | 100 0.95 0.90 085 | 0.83 0.80 | 0.82 079 | 0.76 200 = = =
400 | 110 095 | 1.06 099 094 0.90 | 0.88 0.86 | 0.86 084 | 0.81 (cd/m2)
500 | 1.3 097 | 110 102 096 0.93 | 0.91 0.89 | 089 087 | 0.84
Ceiling mounted
LVC2160365 2020-04-14

RC085B 9W 865 W30L30 1xLED

1x765Im
Polar intensity diagram Quantity estimation diagram
120° 1807 120° nr. of luminaires
hroom: 2.8 M
Reflectances: 0.70, 0.50, 0.20
90° 120| Maintenance factor: 1.0
Ceiling mounted
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Utilisation factor table Luminance Table
Light output ratio 1.00
Service upward 0.03 Reflectances for ceiling, walls and working plane (CIE) Plane| 00| 450| 900
) c
Service downward  0.97 ROOM ™50 080 | 070 070 070 070 | 050 050 | 030 030 | 000 40;3 T
Index| 050 050 | 0.50 0.50 0.50 030 | 030 0.10 | 0.30 0.10 | 0.00 - —
CIE flux code 46 78 95 97 100 K 030 0.10 | 0.30 020 0.10 0.10 | 0.10 0.10 | 0.10 0.10 | 0.00 50.0| 3648| 4285| 4369
55.0| 3743| 4096| 4285
060 | 0.47 045 | 046 045 044 037 | 036 031 | 035 031 | 0.29 60.0| 35741 S978| 4284
080 | 058 054 | 057 0.55 053 0.46 | 045 0.40 | 044 039 | 0.37 | 65.0] 3527 4053| 3936}
100 | 067 062 | 0.65 063 0.61 054 | 052 047 | 0.51 047 | 0.44 700| 3504| 3810| 3522
125 | 075 069 | 0.73 0.71 0.68 061 | 060 055 | 0.58 0.54 | 0.51 75.0| 3089 3643| 3356
200 | 052 082 | 089 038 031 075 | 073 06 | 072 058 | 0cs B e
250 | 098 087 | 0.95 090 086 0.81 | 079 075 | 0.7 074 | 071 850] 2045| 2945 3001
300 | 1.03 090 | 100 0.94 0.89 085 | 0.83 0.80 | 0.81 078 | 0.75 200 = = =
400 | 1.09 095 | 1.06 099 093 0.90 | 0.87 0.85 | 085 083 | 0.80 (cd/m2)
500 | 1.13 097 | 109 102 096 093 | 0.90 0.8 | 088 086 | 0.83
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