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Essential SmartBright Panel
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Type /Тип/Түрі
 Dimension 

/Размеры/Розміри

/Өлшемдері/الابعاد 
AxBxCxD (mm)

Power

/Мощность/Потужність

/Қуат(W)

Lumen Output

/Световой поток

/Світловий потік

/Жарық ағыны (lm)

Voltage

Напряжение

/Напруга
/Кернеу

Frequency

/Частота

/Кернеу/التردد



B Panel Frame & PCV clip 

Cutout size
W30L30 : 324x324（±3） 
W30L60 : 616x324（±3）
Ceiling thickness: 8~16

W30L30 W30L60 

911401887780：RC086B LED Panel Frame & PCV clip W30L30 
911401887880：RC086B LED Panel Frame & PCV clip W30L60 

These Panel Frame & PCV clip are not included in the package,could be ordered by separate 12NC 
911401887780：RC086B LED Panel Frame & PCV clip W30L30 
911401887880：RC086B LED Panel Frame & PCV clip W30L60 

911401887780：RC086B LED Panel Frame & PCV clip W30L30 
911401887880：RC086B LED Panel Frame & PCV clip W30L60 
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For non replaceable light sources: “The light source of this luminaire is not replaceable; when the light source reaches its
end of life the whole luminaire shall be replaced.”

Пожалуйста, внимательно прочитайте руководство по эксплуатации перед использованием продукта.
1.Не включайте до завершения установки.
2.Светильник должен быть установлен квалифицированным электриком и подключен в соответствии с последними стандартами IEE или 
национальными электростандартами.
3.Внешний гибкий кабель или шнур этого светильника не может быть заменен; если шнур поврежден, светильник должен быть уничтожен.
4.Источник света этого светильника не подлежит замене; когда источник света достигает конца своей жизни, весь светильник подлежит 
замене.
5.Светильник соответствует стандарту IEC 60598
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