General Uniform Lighting

1 x 9290020622 15W 2700K

1 x 1900 Im

Polar intensity diagram Quantity estimation diagram UGR diagram
120° 180° 120° nr. of luminaires
16.0
l hroom: 2.8 M hroom: 2.8 m
Reflectances: 0.70, 0.50, 0.20 Refl: 0.70 0.50 0.20
60 Maintenance factor: 1.0 m 1131 Ceiling mounted
Ceiling mounted
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Utilisation factor table Luminance Table
Light output ratio 1.00
Service upward 0.19 Reflectances (%) for ceiling, walls and working plane (CIE) Plane 00| 150 300 450| 600| 750/ 900
) Cone
Service downward ~ 0.81 Room
Index ggg ggg g'zg g'zg g'zg g’;ﬁ g'gg g'fg g;g gfg g'gg 45.0| 56461| 51999| 49538| 48751| 49538| 51999| 56461
CIE flux code 3563 8581100 Kk 030 010 | 030 020 010 010 | 040 010 | 010 040 | 0.00 50.0| 54298| 49574| 47003 | 46186| 47003 | 49574| 54298
55.0| 52239| 47261| 44590| 43747| 44590| 47261| 52239
UGRcen (4Hx8H, 0.25H) 30 060 | 040 038 | 039 038 037 029 | 028 023 | 026 022 | 0.18 6001 S0244] 45015 42051| 41384, 42251 45015] 50244
080 | 050 047 | 048 046 045 037 | 035 030 | 033 028 | 024 65.0| 48479| 42976| 40113| 39222| 40113| 42976 48479
100 | 058 054 | 0.55 053 052 044 | 041 036 | 038 034 | 029 70.0| 46952| 41135| 38163| 37245| 38163| 41135| 46952
125 | 066 060 | 063 060 058 050 | 047 042 | 044 039 | 034 75.0| 45541| 39370| 36279| 35333| 36279| 39370| 45541
;gg 8;2 §§§ Z?? Z?i Z?f, gz; g:g g;’: g-‘;" g‘;‘: gi: 80.0| 44624| 37984| 34734| 33749| 34734| 37984| 44624
250 | 088 078 | 084 079 075 069 | 0.65 0.60 | 0.60 057 | 050 85.0) 44114} 36858 33404) 32370| 33404 36858 44114
300 | 093 081 | 088 083 079 073 | 068 064 | 064 061 | 054 00| 44318| 36185 32443] 31338| 32443 | 36185| 44318
400 | 100 086 | 094 088 083 079 | 0.74 070 | 069 066 | 059 (cd/mz)
500 | 104 089 | 098 092 086 082 | 077 074 | 072 069 | 062

Ceiling mounted
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