General Uniform Lighting

9290020261IDST LED classic 100W A60 E27 WW CL ND

1x1521 Im

Polar intensity diagram

Quantity estimation diagram

Light output ratio 1.00
Service upward 0.46
Service downward  0.54
CIE flux code 16 41 70 54 100
UGRcen (4Hx8H, 0.25H) 30
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Utilisation factor table

Reflectances (%) for ceiling, walls and working plane (CIE)

Room 0.80 080 070 070 070 070 0.50 050 030 030 0.00

Index | 050 0.50 050 050 0.50 030 030 0.10 030 0.10 0.00
Kk 030 0.10 030 020 0.10 0.10 0.10 0.10 0.10 0.10 0.00

0.60 032 031 030 029 028 021 0417 013 0.14 0.10 0.05
0.80 041 039 038 037 036 027 023 018 019 0.14 0.08
1.00 048 045 044 043 041 033 028 023 023 0.18 0.11
125 0.56 0.51 051 049 047 039 033 028 027 023 0.14
1.50 0.62 056 056 054 052 044 037 032 030 026 0.16
2.00 071 063 065 061 058 051 043 038 036 032 021
2.50 0.77 068 070 067 0.63 056 048 043 040 036 0.24
3.00 082 072 075 070 0.67 0.60 0.52 047 043 039 027
4.00 089 077 081 076 071 066 0.57 053 047 044 0.31
5.00 0.93 080 085 079 075 070 0.60 0.57 0.50 048 0.34
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Luminance Table

Plane 0.0 15.0 30.0 45.0 60.0 75.0 90.0
Cone
45.0| 23348| 21692| 20766 | 20468 | 20766| 21692| 23348
50.0| 25574| 23562| 22452| 22096 | 22452| 23562| 25574
55.0| 27925| 25499| 24178| 23758| 24178| 25499| 27925
60.0| 30885| 27928| 26342| 25842| 26342| 27928| 30885
65.0 | 34280| 30665| 28759 | 28162| 28759| 30665| 34280
70.0| 38109| 33677 | 31383 | 30670 | 31383| 33677| 38109
75.0| 42519| 37045| 34272| 33418| 34272| 37045| 42519
80.0| 47816| 40960 | 37574 | 36544 | 37574| 40960| 47816
85.0| 54475| 45698| 41495| 40233 | 41495| 45698| 54475
90.0 | 63067 51494 | 46169 | 44595| 46169] 51494| 63067
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