General Uniform Lighting

1 x 9290023068 13W 2700K

1x1521 Im

Polar intensity diagram Quantity estimation diagram UGR diagram
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Utilisation factor table Luminance Table
Light output ratio 1.00
Service upward 0.23 Reflectances (%) for ceiling, walls and working plane (CIE) Plane 00| 150 300 450| 600| 750/ 900
. Cone
Service downward  0.77 Room ™o 60 080 | 070 070 070 070 | 050 050 | 030 030 | 000
Index | 050 050 | 050 050 050 030 | 030 0.0 | 030 0.10 | 000 45.0] 47404 43010 40642] 39693 40642 43010 47404
CIE flux code 33 6183 77 100 K 030 010 | 030 020 010 010 | 0.10 0.10 | 010 010 | 000 500| 45795| 41183| 38731| 37961| 38731 41183] 45795
55.0| 44228| 39415| 36891 36102| 36891| 39415| 44228
UGRcen (4Hx8H, 0.25H) 30 060 | 039 037 | 037 036 035 028 | 026 021 | 024 020 | 0.16 600] 42552 37565 34967| 34187, 34967, 37565 42552
080 | 048 046 | 046 045 044 036 | 033 028 | 030 026 | 022 65.0| 40951| 35793| 33167| 32357| 33167| 35793) 40951
100 | 056 052 | 054 052 050 042 | 039 034 | 036 031 | 026 700| 39474] 34135| 31460| 30641| 31460| 34135| 39474
125 | 064 059 | 061 059 056 049 | 045 040 | 041 037 | 031 75.0] 38177] 32628| 29897 29067| 29897| 32628| 38177
;-;g g';g g';’ g?; g?‘; gﬁ; gi‘; g:g g’s’: g-‘;g g-:; g'i; 80.0| 37057| 31259 28459| 27616| 28459 | 31259| 37057
250 | 086 076 | 082 077 073 067 | 062 058 | 057 054 | 046 85.0) 36240 3015 27222 ] 26359 27222 30115 36240
300 | 091 080 | 086 081 077 071 | 066 062 | 061 057 | 050 00| 35903| 29314] 26283] 25387] 26283 | 29314] 35903
400 | 098 085 | 092 08 081 077 | 071 067 | 065 063 | 055 (cd/mz)
500 | 102 088 | 096 090 084 080 | 074 071 | 069 066 | 058
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