General Uniform Lighting

1 x 9290018900C 4.3W 2700K

1x 470 Im

Polar intensity diagram Quantity estimation diagram UGR diagram
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150 l hroom: 2.8 M 1128 hroom: 2.8 m
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Utilisation factor table Luminance Table
Light output ratio 1.00
i Reflectances (%) for ceiling, walls and working plane (CIE Plane 00| 150| 300| 450 600| 750| 900
Service upward 0.52 3 g P
. Cone
Service downward  0.48 Room 080 080 | 070 070 070 070 | 050 050 | 030 030 | 0.00 ws0| 7474 e893] 6572 e4es| es72| es93| 7474
Index | 050 050 | 050 050 050 030 | 030 040 | 030 0.10 | 0.00 -
CIE flux code 11 35 66 48 100 K 030 010 | 030 020 010 010 | 010 010 | 010 010 | 000 S00| 8386] 7667| 7275| 7151| 7275] 7667| 8386
550 9459| 8571| 8093 7942| 8093 8571| 9459
UGRcen (4Hx8H, 0.25H) 26 060 | 031 030 | 028 028 027 020 | 016 041 | 012 008 | 0.03 00| 10799 9690 9102) 8917, 9102, 9690| 10799
080 | 040 038 | 036 035 034 026 | 021 016 | 016 012 | 005 650| 12225| 10852| 10137| 9914| 10137| 10852| 12225
100 | 047 044 | 043 041 040 032 | 026 021 | 020 016 | 0.07 70.0| 13796| 12103| 11236| 10968| 11236| 12103| 13796
125 | 054 050 | 049 047 045 037 | 030 025 | 024 020 | 0.10 75.0] 15529] 13441] 12393] 12073] 12393] 13441] 15529
150 | 060 055 | 0.54 052 050 042 | 034 029 | 027 023 | 0.12 00| 17763] 15134| 13846| 13456| 13846| 15134 17763
:‘;g gj: 823 gzg 823 82:’ 8:3 g:; gig gs: g;g 8;; 85.0| 20198| 16886| 15308| 14835| 15308| 16886| 20198
300 | 080 070 | 072 068 065 058 | 049 044 | 039 036 | 022 200] 23148] 18900] f6946| 16368] f16946] 18900 23148]
400 | 087 075 | 079 074 069 064 | 053 050 | 043 040 | 026 (cd/m?)
500 | 092 079 | 083 077 072 068 | 057 053 | 046 044 | 028

Ceiling mounted
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