General Uniform Lighting

1 x 9290018904C 4.3W 2700K

1x 470 Im

Polar intensity diagram Quantity estimation diagram UGR diagram
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Urtilisation factor table Luminance Table
Light output ratio 1.00
Service upward 0.48 Reflectances (%) for ceiling, walls and working plane (CIE) Plane 00| 150| 300/ 450 600 750/ 900
. Cone
Service downward  0.52 Room 080 080 | 070 070 070 070 | 050 050 | 030 030 | 0.00 450| 14146| 12861] 12167] 11947| 12167] 12861] 14146
Index | 050 050 | 050 050 050 030 | 030 040 | 030 0.10 | 0.00 -
CIE flux code 21 45 72 52 100 K 030 010 | 030 020 010 010 | 010 010 | 010 010 | 000 500| 14929] 13454| 12667| 12419| 12667 13454| 14929
55.0| 15700| 14020| 13136| 12860| 13136| 14020| 15700
UGRcen (4Hx8H, 0.25H) 26 060 | 034 032 | 031 031 030 023 | 019 045 | 016 012 | 0.07 00| 16713 ] 147831 13763] 13472) 13783 14783| 16713
080 | 043 040 | 039 038 037 029 | 025 020 | 020 016 | 0.10 650| 17879| 15656| 14521| 14170| 14521| 15656| 17879
100 | 050 047 | 046 044 043 035 | 029 025 | 024 020 | 0.12 700 19112| 16554| 15270| 14876| 15270| 16554| 19112
125 | 057 053 | 0.52 050 049 041 | 034 029 | 028 024 | 0.5 750] 20575| 17611] 16148] 15703] 16148] 17611] 20575
150 | 063 057 | 058 055 053 045 | 038 033 | 032 028 | 0.18 200 22347] 18872] 17191| 1e684| 17191] 18872| 22347
200 | 072 064 | 066 063 060 053 | 045 040 | 037 033 | 022
X 9 97 7. 9
250 | 079 069 | 071 068 064 058 | 049 045 | 041 037 | 025 850] 24409 20297 18353| 17773 ] 18353 20297) 2440
300 | 083 073 | 076 071 067 062 | 0.52 048 | 044 040 | 028 900] 27056 22091] 19806] 19131] 19806] 22091] 27056
400 | 090 078 | 082 077 072 067 | 057 054 | 048 045 | 0.31 (cd/m?)
500 | 094 081 | 08 080 075 071 | 060 057 | 0.51 048 | 034
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