General Uniform Lighting

1 x 9290018897C 4.3W 2700K

1x 470 Im

Polar intensity diagram Quantity estimation diagram UGR diagram
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Urtilisation factor table Luminance Table
Light output ratio 1.00
Service upward 0.48 Reflectances (%) for ceiling, walls and working plane (CIE) Plane 00| 150| 300/ 450 600 750/ 900
. Cone
Service downward  0.52 Room
Index gig g'gg g'zg g'zg g'zg g';g g;g gfg g;g g?g g'gg 45.0| 20749| 18627| 17501| 17148| 17501| 18627| 20749
CIE flux code 21 45 72 52 100 K 030 010 | 030 020 010 010 | 010 010 | 010 010 | 000 500| 21659] 19273| 18025| 17636| 18025 19273| 21659
55.0| 22522| 19865| 18494| 18069| 18494| 19865| 22522
UGRcen (4Hx8H, 0.25H) 28 060 | 034 032 | 031 031 030 023 | 019 045 | 016 012 | 0.07 00| 23696 20714} 19196| 18727 19196] 20714] 23696
080 | 043 040 | 039 038 037 029 | 025 020 | 020 016 | 0.10 650] 25035| 21682| 19999| 19483| 19999| 21682| 25035
100 | 050 047 | 046 044 043 035 | 029 025 | 024 020 | 0.12 70.0| 26407| 22647| 20787| 20220| 20787| 22647| 26407
125 | 057 053 | 0.52 050 049 041 | 034 029 | 028 024 | 0.5 750] 28016] 23777] 21711[ 21087] 21711] 23777] 28016
150 | 063 057 | 058 055 053 045 | 038 033 | 032 028 | 0.18 200 29933] 25115| 22807| 22114] 22807| 25115] 29933
200 | 072 064 | 066 063 060 053 | 045 040 | 037 033 | 022
. 99! 99!
250 | 079 069 | 071 068 064 058 | 049 045 | 041 037 | 025 850) 32086 26580 23992) 23221) 23992 26580 32086
300 | 083 073 | 076 071 067 062 | 0.52 048 | 044 040 | 028 00| 34786] 28402] 25465] 24597] 25465] 28402] 34786
400 | 090 078 | 082 077 072 067 | 057 054 | 048 045 | 0.31 (cd/m?)
500 | 094 081 | 08 080 075 071 | 060 057 | 0.51 048 | 034
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