General Uniform Lighting

1 x 9290029668 3W 2700K

1x250Im

Polar intensity diagram Quantity estimation diagram UGR diagram
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Utilisation factor table Luminance Table
Light output ratio 1.00
Service upward 0.26 Reflectances (%) for ceiling, walls and working plane (CIE) Plane 00| 150 300 450| 600| 750/ 900
. Cone
Service downward  0.74 Room
Index ggg ggg g'zg g'zg g'zg g’;ﬁ g'gg g'fg g;g gfg g'gg 45.0| 23827] 23660| 23592 23626 | 23761| 23991] 24305
CIE flux code 26 54 80 74 100 K 030 010 | 030 020 010 010 | 0.10 0.10 | 010 010 | 000 500| 25837| 25624| 25537| 25581| 25753| 26047] 26450
55.0| 28012| 27739| 27628 27684| 27904| 28282| 28802
UGRcen (4Hx8H, 0.25H) 31 060 | 036 034 | 034 033 032 024 | 022 017 | 020 016 | 0.12 6001 30549 30194] 30051| 30123 30409 30901] 31584
080 | 045 042 | 043 041 040 032 | 029 024 | 026 022 | 047 65.0| 33802| 33327| 33136| 33232| 33614] 34275 35199
100 | 053 049 | 050 048 047 038 | 035 029 | 031 027 | 021 700| 38262| 37595| 37329| 37463| 37998| 38930| 40248
125 | 061 056 | 057 055 053 045 | 041 035 | 037 032 | 026 75.0] 45001| 43991| 43589 | 43792| 44600| 46024| 48074
;-;g g';; g':; g?i g~:§ gi? g~:§ g:i g:g g-:; g-ii g'io 80.0| 56812| 55052| 54361| 54708| 56110 58627| 62362
250 | 083 074 | 078 074 070 064 | 058 053 | 053 049 | 0.41 85.0) 83146} 79065 77505 76267 81500 87520 97096
300 | 088 077 | 083 078 074 068 | 062 058 | 056 053 | 045 200 191209 | 169117 | 161466 | 165251 | 181912 | 218900 | 300471
400 | 095 082 | 089 084 079 074 | 067 064 | 061 058 | 050 (cd/mz)
500 | 100 0.8 | 093 087 082 077 | 071 068 | 065 062 | 053
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