General Uniform Lighting

1 x 9290012383C 2W 2700K

1 x 250 Im

Polar intensity diagram Quantity estimation diagram UGR diagram
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Urtilisation factor table Luminance Table
Light output ratio 1.00
Service upward 0.50 Reflectances (%) for ceiling, walls and working plane (CIE) Plane 00| 150| 300/ 450 600 750/ 900
. Cone
Service downward  0.50 Room 080 080 | 070 070 070 070 | 050 050 | 030 030 | 0.00 450| 11019] 10018| 9477 9306 9477] 10018] 11019
Index | 050 050 | 050 050 050 030 | 030 040 | 030 0.10 | 0.00 -
CIE flux code 14 38 68 50 100 K 030 010 | 030 020 010 010 | 010 010 | 010 010 | 000 500| 12262 11050| 10403| 10200| 10403] 11050| 12262
55.0| 13551| 12101| 11338| 11100| 11338] 12101| 13551
UGRcen (4Hx8H, 0.25H) 27 060 | 032 030 | 029 029 028 020 | 047 042 | 013 009 | 0.04 00| 14967) 13239 12343| 12065 12343] 13239| 14967
080 | 041 038 | 037 036 035 027 | 022 047 | 047 043 | 007 650| 16459| 14413| 13368| 13046| 13368| 14413| 16459
100 | 048 044 | 043 042 041 033 | 027 022 | 021 017 | 0.09 70.0| 18017| 15606| 14395| 14024| 14395| 15606| 18017
125 | 055 051 | 0.50 048 046 038 | 032 026 | 025 021 | 0.12 750] 19792| 16940] 15533[ 15105] 15533] 16940] 19792
150 | 061 055 | 0.55 053 051 043 | 036 030 | 029 024 | 0.14 200 21743] 18362| 16727| 16234] 16727| 18362] 21743
200 | 070 063 | 063 060 057 050 | 042 037 | 034 030 | 018
X 91 99 9! 91
250 | 076 067 | 069 065 062 055 | 046 042 | 038 034 | 022 8501 23960 19924 18016] 17446 18016 19924 23960
300 | 081 071 | 074 069 065 059 | 0.50 046 | 041 037 | 024 00| 26684] 21787] 19534] 18868 ] 19534] 21787] 26684
400 | 088 076 | 080 075 070 065 | 055 051 | 045 042 | 028 (cd/m?)
500 | 092 079 | 084 078 073 069 | 058 055 | 048 045 | 0.31
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