General Uniform Lighting

1 x 9290012538 5W 2700K

1x470 Im
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Utilisation factor table Luminance Table
Light output ratio 1.00
Service upward 0.21 Reflectances (%) for ceiling, walls and working plane (CIE) Plane 00| 150 300 450| 600| 750/ 900
. Cone
Service downward  0.79 Room ™o 60 080 | 070 070 070 070 | 050 050 | 030 030 | 000
Index | 050 050 | 050 050 050 030 | 030 0.0 | 030 0.10 | 000 4501 31937 29462 26283 26201| 29202 3145] 35374
CIE flux code 34 62 84 79 100 K 030 010 | 030 020 010 010 | 040 010 | 010 010 | 0.00 00| 30461| 27905| 26700| 26616| 27639| 29960| 34069
55.0] 29029| 26406| 25182| 25098| 26135| 28512| 32796
UGRcen (4Hx8H, 0.25H) 29 060 | 040 038 | 038 037 036 029 | 027 022 | 025 021 | 047 6001 27694] 25009] 23770| 23685| 24734 27162] 31619
080 | 049 046 | 047 046 044 036 | 034 029 | 031 027 | 023 65.0| 26310| 23580| 22333| 22247| 23302] 25766| 30377
100 | 057 053 | 054 053 051 043 | 040 035 | 037 032 | 028 700| 25049| 22268| 21014| 20928| 21988| 24491| 29275
125 | 065 060 | 062 059 057 049 | 046 041 | 043 038 | 033 75.0] 23800] 20974| 19715| 19629| 20692| 23229| 28193
;gg g;} g;i ggz gg; ZZ§ gz; gi; g:i g‘;z g‘;g gi: 80.0| 22723| 19832 18562| 18476 | 19547| 22134| 27329
250 | 087 077 | 083 078 074 068 | 063 059 | 059 055 | 048 85.0) N794] 186151 17527) 17440) 18525 21182 26677
300 | 092 081 | 087 082 078 072 | 067 063 | 062 059 | 052 00| 20995| 17899 16583] f1ed95] 17601 20352] 26243
400 | 099 085 | 093 087 082 078 | 072 069 | 067 064 | 057 (cd/mz)
500 | 103 088 | 097 091 085 081 | 076 072 | 070 068 | 0.60
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