## Specifications

- **Non-applicable**

### Finish: standard and custom colors

- **Interact Pro Foundation/ Advanced**
- **Advance Xitanium DALI (5% Dim)**
- **Interact Pro Enterprise Wireless**
- **Interact Pro Wireless Radio (RA)**
- **UL Dry & Damp location rating**
- **Interact Office Wired (IO)**
- **Lutron EcoSystem LDE1**

### Related families

<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>Lumens (Max/4ft)</strong></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>91.4</td>
<td>65.5</td>
<td>63.7</td>
<td>45.8</td>
<td>56.9</td>
<td>56.9</td>
<td>57.8</td>
<td>56.9</td>
<td>63.9</td>
<td>98.7</td>
<td>63.9</td>
<td>100.4</td>
<td>208</td>
<td>35.4</td>
<td>53.4</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>151.7</td>
<td>146.9</td>
<td>150.7</td>
<td>120.6</td>
<td>124.1</td>
<td>124.1</td>
<td>124.7</td>
<td>124.1</td>
<td>129.7</td>
<td>129</td>
<td>140.5</td>
<td>127.9</td>
<td>139</td>
<td>140.3</td>
<td>124.9</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

### CRI

<table>
<thead>
<tr>
<th>Static: 2700, 3000, 3500, 4000, 5000K</th>
</tr>
</thead>
<tbody>
<tr>
<td>Static: ≥90 (AccuRender)</td>
</tr>
</tbody>
</table>

### Other:

- **Optics:** Fully luminous Silk lens
- **Canopy types 1 & 3 can be finished**
- **Standard canopy finish is white.**
- **Tunable White: 2700-6500K**
- **Tunable White: ≥80**
- **Static: ≥90 (AccuRender)**
- **BioUp: 80-90+**
- **Good Better Best**
- **Performance Symmetric & Asymmetric**
- **Deflection Symmetric & Asymmetric**
- **Micro-structured light guide**
- **UL924 certified Emergency circuit, power sensing or power**
- **Available with factory installed interrupt detection.**
- **Battery pack, Generator transfer device or Sensor bypass relay with**
- **Canopy types 1 & 3 can be finished**
- **Standard canopy finish is white.**
- **Tunable White: 2700-6500K**
- **Tunable White: ≥80**
- **Static: ≥90 (AccuRender)**
- **Tunable White: ≥90 (AccuRender)**
- **BioUp: 2700-5000K**

---

© 2023 Signify Holding. All rights reserved. The information provided herein is subject to change, without notice.