
50Hz
60Hz

220V
240V

LIFE
L80

100k hrs

LIFE
L90

50k hr s
IK03

UGR

Max.
40 °C
Min.

10 °C for PSD

indoor

Printed in China
Data subject to change without notice
Keep for future reference: www.philips.com/lighting

Power (W)
Efficacy
(lm/W)

Lumen
output (lm)

kg

RC136B G4 34_43_57S/830 PSD W30L120 OC 23*/29/38.5 3400*/4300/5700 148*/148/148 3000 19 II 3.0

RC136B G4 34_43_57S/830 PSD W60L60 OC 23*/29/38.5 3400*/4300/5700 148*/148/148 3000 19 II 3.1

RC136B G4 36_45_60S/840 PSD W30L120 OC 23*/29/38.5  3600*/4500/6000 157*/155/156 4000 19 II 3.0

RC136B G4 36_45_60S/840 PSD W60L60 OC 23*/29/38.5  3600*/4500/6000 157*/155/156 4000

RC136B W60L60 38.5 595 595 12

RC136B W30L120 38.5 1195 295 12

A(mm) B(mm) C(mm) D(mm)

19 II 3.1

RC136B G4 36_45_60S/840 PSU W60L60 NOC 23*/29/38.5  3600*/4500/6000 157*/155/156 4000 25 II 3.1

RC136B G4 36_45_60S/840 PSU W60L60 OC 23*/29/38.5  3600*/4500/6000 157*/155/156 4000 19 II 3.1

RC136B G4 40S/830 WIA W60L60 OC 27.5  4000 145 3000 19 II 3.1

RC136B G4 43S/840 WIA W30L120 OC 27.5 4300 156 4000 19 II 3.0

RC136B G4 43S/840 WIA W60L60 OC 27.5 4300 156 4000 19

C

C

C

C

C

C

C

C

C II 3.1

©  2025 Signify Holding. All rights reserved

CCT
(K)

Class
Energy
efficacy

class

D A L I 2

RC136B

CoreLine
Recessed

-

W60L60 W30L120



911401807787
 

911401807987
 

911401809287
RC159Z Plaster Ceiling RC159Z SMB W60L60

RC159Z SMB W30L120
SMB-PLC 

（Need to purchase separately)

 3.5x5

8x

Plaster ceiling set:

        2x       

        2x       

4x4x
1x

5xST4

4x

8xST3.2

5x    6

911401809387
RC159Z Suspension set SME-4 WH

RC159Z Suspension set SME-3 WH

911401809487

Suspension set: Surface mounted set:

60227 IEC52
2 x 0.75-1.5 mm

8-10 mm 15-20 mm

²
Ø 6-9 mm

PSU/PSD/WIA

Quick-connectors

①

②

PSU/WIA

PSD

③

③
④

④

basic insulation between 
LV(Lower Voltage)  
and control conductors

basic insulation between LV(Lower Voltage) 
and control conductors

latest lEEE electrical regulations or the national requirements.

1a 1b

1c

DA+

DA-

60227 IEC52
4 x 0.75-1.5 mm

20 mm 9 mm

²
Ø 6-9 mm

Compatible with Wieland W3, W5 connector:

Locking device, order separately

05.587.3156.1 Lock (G)ST18 SW

Wieland W3 Green connector Green connectorWieland W5

① ②
②

③ ④



PSU

DIP Switch

Lumen Selection on driver 

Low High

Lumen selectable

PSD

Medium

3000K CCT
(lumen)Pin1

OFF OFF ON

OFF ON ON

ON OFF OFF

Pin2 Pin3

3400 lm

4300 lm

5700 lm

3600 lm

4500 lm

6000 lm

4000K CCT
(lumen)

23 W

29 W

38.5 W

Power

OFF       ON1 2 3

OFF

3000K CCT
(lumen)

Low

Medium

High

Pin

3400 lm

4300 lm

5700 lm

3600 lm

4500 lm

6000 lm

4000K CCT
(lumen)

23 W

29 W

38.5 W

Power

The luminaire shall not be covered
with thermal insulation or similar material
under any circumstance.

10-16 mm



Dimensions in mm

911401807787:RC159Z SMB W60L60  
911401807987:RC159Z SMB W30L120
(Needs to be purchased separately)

A

C

E

F

D

B

C

Emergency Lighting (EL) Kit
Optional with
912401483603
EM300V ELB ELP3 kit HV 6.4V 2000mAh LFP

Lout
N N E Lin

L1

1 2 3

(Need to purchase separately) 



911401809487
RC159Z Suspension set SME-3 WH
(Needs to be purchased separately)

PSU/ WIA

1a

60227 IEC52

2 x 0.75-1.5 mm²
Ø 6-9 mm

1x

1x

1b

PSD

2

DA+

DA-

60227 IEC52
4 x 0.75-1.5 mm ²
Ø 6-9 mm

3

+

-

911401809387 RC159Z Suspension set SME-4 WH  
911401809487 RC159Z Suspension set SME-3 WH  

911401809387
RC159Z Suspension set SME-4 WH
(Needs to be purchased separately)  

20 mm 9 mm

20 mm 9 mm

52.5 mm



L

L(mm)
586

741

5

lmax(A)
Tref (us)

MCB
B-10 A
B-16A
C-10 A
C-16A

W60L60
W30L120

PSU PSD WIA
27.5 W23 W 29 W 38.5 W

25
150

24
38
40
64

5.33
40

46
73
46
73

4.9
56

15
24
25
40

23 W 29 W 38.5 W
23 W 29 W 38.5 W 23 W 29 W 38.5 W 27.5 W

Electrical characteristise

No. ofluminaires max.

6 mm

35 mm

100 mm - 1450 mm


