General Uniform Lighting

1 x TForce HB 23W 9290046121

1 x 2000 Im

Polar intensity diagram Quantity estimation diagram UGR diagram
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Utilisation factor table Luminance Table
Light output ratio 1.00
Service upward 0.19 Reflectances (%) for ceiling, walls and working plane (CIE) Plane 00| 150| 300 450| 600 750 900
. Cone
Service downward  0.81 Room
Index gig g'ﬁg 8:8 8:8 8:8 g';g g?g gfg g;g g:g g'g 450| 36799| 32419| 30178| 29509| 30214| 32485| 36891
CIE flux code 36 64 85 81 100 K 030 010 | 030 020 010 010 | 010 010 | 010 010 | 000 500| 34004| 29713 27549| 26912| 27594| 29793| 34110
55.0| 31323| 27160 25084| 24478| 25137| 27253| 31447
UGRcen (4Hx8H, 0.25H) 28 060 | 041 039 | 039 038 037 030 | 028 023 | 026 022 | 0.19 600) 26736] 24725| 20754 22188 22807| 24818| 26858
080 | 050 047 | 048 047 045 038 | 035 030 | 033 029 | 025 650| 26236] 22413| 20557 20027| 20610 22515 26388
100 | 058 054 | 056 054 052 044 | 041 036 | 039 034 | 030 700| 2389 20252| 18502| 18004 18559| 20357| 24044
125 | 066 061 | 063 061 058 051 | 048 042 | 044 040 | 035 750| 21732 18269 16628 16166| 16682| 18365 21863
150 | 072 066 | 069 066 063 056 | 052 047 | 049 045 | 039 00| 19791] 16495| 14953] 14523 15004| 16587| 19921
:gg ggg 8;; 8;‘: 8;; 8;‘5’ 8:; g:g g:f g:‘;’ gg 8‘;16 85.0| 18108| 14956| 13498| 13089| 13546| 15044| 18235
300 | 093 082 | 088 083 079 073 | 069 065 | 064 061 | 054 900| 16730 13678| 12288| 11901] 12324| 13748| 16838
400 | 100 086 | 094 088 083 079 | 074 070 | 069 066 | 059 (cd/im?)
500 | 104 089 | 098 092 086 082 | 077 074 | 072 070 | 062

Ceiling mounted
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