General Uniform Lighting

1 x 9290019347 3500K 15.5W

1 x 2000 Im

Polar intensity diagram Quantity estimation diagram UGR diagram
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Utilisation factor table Luminance Table
Light output ratio 1.00
Service upward 0.28 Reflectances (%) for ceiling, walls and working plane (CIE) Plane 00| 150| 300 450| 600 750 900
. Cone
Service downward  0.72 Room 080 080 | 070 070 070 070 | 050 050 | 030 030 | 0.00 50| 43| 4028 3751| 3510|3286 30%2| 2935
Index | 050 050 | 050 050 050 030 | 030 040 | 030 0.0 | 0.00 -
CIE flux code 37 65 86 72 100 K 030 010 | 030 020 010 010 | 010 010 | 010 010 | 000 500| 4565 4173] 3830 3535 3243] 2988 2763
55.0| 4866| 4378| 3958| 3599| 3218 2881| 2577
UGRcen (4Hx8H, 0.25H) 25 060 | 040 038 | 039 038 037 029 | 027 023 | 025 021 | 017 00| S284| 4673] 4154) 3715| 3217\ 2773] 12366
080 | 050 047 | 047 046 045 037 | 034 029 | 031 027 | 022 650| S5877] S094| 4444| 3905| 3250| 2664 2119
100 | 058 054 | 055 053 051 044 | 040 035 | 037 032 | 027 700| 6766| 5724| 4887| 4209| 3339 2561| 1828
125 | 066 060 | 062 060 057 050 | 046 041 | 042 038 | 032 750 &1 e7117| ss;2| 4677|3502 2456 1462
150 | 072 065 | 068 065 062 055 | 051 046 | 046 042 | 035 300| 10903| 8478| &757| 5486 3840| 2395 1012
200 | 081 073 | 076 073 069 063 | 058 053 | 053 049 | 042
250 | 088 077 | 082 078 074 068 | 063 059 | 057 054 | 046 850 14836| 1062 8180 6545 4274) 2343 489
300 | 092 081 | 087 082 077 072 | 066 063 | 060 057 | 049 00| 27126] 13318] 8411] 5931] 3610] 179¢] 72
400 | 099 085 | 093 087 082 077 | 071 068 | 065 062 | 053 (cd/im?)
500 | 103 088 | 096 090 084 081 | 074 071 | 068 065 | 056
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